
•     Find setting from initial setting chart (See Figure B)
• Lock in setting and place in pool (See Figure C)
• Attach cord and tether to pool 
• Maintain 0.5 to 1.0 ppm free chlorine level
• Initially test water daily with test strips
• Adjust setting if needed one number per day
• Product may be removed when pool is in use
• Shock pool as needed to maintain water clarity
When Flip Plop flips over the chlorine cartridge is empty and must be 
replaced. To remove, rotate the two cartridges until the arrows align along 
the edge of both cartridges (See Figure A) and pull apart. If Flip Plop has 

not been used for 6 months or one pool season whichever is shorter, simply attach a new chlorine 
cartridge and set the complete system back in the water. If the chlorine cartridge still contains a small 
amount of chlorine after the system has flipped over, place in pool until completely empty. Do not allow 
chlorine cartridge to sink to the bottom or pool bleaching may occur.
Disposal:  After six months of use or one pool season whichever is shorter, discard Flip Plop mineral 
cartridge in trash even if it appears there is spent media left inside.  Non-refillable container. Do not 
reuse or refill this container. In the unlikely event that a cartridge should break and release raw minerals 
into the pool - vacuum out.

FIRST AID: If in Eyes: Hold eye open and rinse slowly and gently with water for 15-20 minutes. Remove 
contact lenses, if present, after the first 5 minutes, then continue rinsing eye. Call a poison control center 
or doctor for treatment advice. 
If on Skin or Clothing: Take off contaminated clothing. Rinse skin immediately with plenty of water for 
15-20 minutes. Call a poison control center or doctor for treatment advice. 
If Swallowed: Call poison control center or doctor immediately for treatment advice. Have person sip a 
glass of water if able to swallow. Do not induce vomiting unless told to do so by the poison control center 
or doctor. Do not give anything by mouth to an unconscious person. Have the product container or label 
with you when calling a poison control center or doctor, or going for treatment. 
If Inhaled: Move person to fresh air. If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. Call a poison control center or doctor for further 
treatment advice. Note to Physician: Probable mucosal damage may contraindicate the use of gastric lavage.
In case of medical emergency call 1-800-424-9300.
PRECAUTIONARY STATEMENTS:
HAZARDS TO HUMANS AND DOMESTIC ANIMALS:  DANGER:  CORROSIVE:  If product 
is removed from its prefilled container, causes irreversible eye damage and skin burns. May be fatal if absorbed 
through skin. May be fatal if inhaled. Do not breathe dust or spray mists. Irritating to nose and throat. Harmful if 
swallowed. Do not get in eyes, on skin or on clothing. Follow directions for use carefully.  Wash thoroughly with 
soap and water after handling and before eating, drinking or using tobacco or using the toilet. Remove contaminated 
clothing and wash before reuse.
PHYSICAL OR CHEMICAL HAZARDS:
Corrosive: Strong oxidizing agent. Non-refillable container. Do not attempt to refill empty cartridge. Place only 
into water or installed equipment made for this product. Contamination with moisture, dirt, organic matter or other 
chemicals (including other pool chemicals) or any other foreign matter may start a  chemical reaction with generation of 
heat, liberation of hazardous  gases and possible fire and explosion. Avoid any contact with flaming or burning material 
such as a lighted cigarette. Do not use this product in any chlorinating device which has been used with any inorganic 
or unstabilized chlorinating compounds (e.g., calcium hypochlorite). Such use may cause fire or explosion.
ENVIRONMENTAL HAZARD: This pesticide is toxic to fish and aquatic organisms. 

STORAGE AND DISPOSAL: Do not contaminate food or feed with this product.
Product Storage: Store cartridge in original container in a cold, dry, well-ventilated area away from 
heat or open flame. In case of decomposition, isolate container and flood area with large amounts of 
water to dissolve all material before discarding this cartridge.
Pesticide Disposal: Product or rinsates that cannot be used must be diluted with water before 
disposal in a sanitary sewer.  
Container Handling: Non-refillable container. Do not reuse or refill this container. Shake the cartridge 
over the pool and away from your face to ensure it is empty before offering for recycling if available or 
dispose of in a sanitary landfill, or by other procedures approved by state and local authorities.
NPTN hotline number for public information: 1-800-858-7378

E040214
EPA Reg. No.: 53735-2-90240

EPA Reg. No.: 53735-11-90240 E071114

Manufactured for HEY! Cool Pool
530 11th Ave S, Hopkins, MN 55343  www.FlipPlop.com   EPA Est. No.: 64114-MN-1

Flip Plop® 
Product Description: Flip Plop® is part of a complete pool care 
system+ that utilizes a patented mineral formula with low levels of 
chlorine to destroy bacteria, help maintain pH and restore water clarity. 
Use with the Flip Plop Chlorine Cartridge and simply connect, set the 
dial and toss into the pool. Everything is prefilled and contained for no 
mess, no guess and no stress pool care. The result is crystal clear water 
made easy. Plus minerals reduce chlorine use up to 50%* which helps 
prevent faded swimsuits, premature damage to pool equipment or 
surfaces and smelly odors.
Directions for Use:It is a violation of Federal Law to use this product in 
a manner inconsistent with its labeling. For use in pools up to 18’ diameter or approximately 5000 
gallons. Not recommended for pools under 2000 gallons. Ensure all pool equipment is working properly 
with adequate circulation per the pool manufacturer. Balance the water’s pH to between 7.2 and 7.8. 
Shock pool to remove contaminants (follow manufacturer’s directions).
To assemble: Remove outer packaging
   •  Align arrows on blue mineral and yellow chlorine cartridges (See Figure A)
   •  Push together and rotate to connect 

20-44-2050
553081443R2N

Patents: www.HeyCoolPool/IP

¡Alto! No Mezcle con otros productos 
ni disuelva antes de usarlo. 
Lea las declaraciones de precaución y 
de primeros auxilios en la etiqueta. 

Flip Plop® Chlorine Cartridge
Product Description: The Flip Plop® Chlorine Cartridge is part of a complete pool care system that 
utilizes the patented mineral formula of Flip Plop with low levels of chlorine to destroy bacteria, help 
control algae and restore water clarity. Simply connect, set the dial and toss into the pool. 
Everything is prefilled and contained for no mess, no guess and no stress pool care.
DIRECTIONS FOR USE: It is a violation of Federal Law to use this product in a manner inconsistent 
with its labeling. For use in pools up to 18’ diameter or approximately 5000 gallons. Not 
recommended for pools under 2000 gallons.  Ensure all pool equipment is working properly with 
adequate circulation per the pool manufacturer. Balance the water’s pH to between 7.2 and 7.8. 
Shock pool to remove contaminants (follow manufacturer’s directions).
To assemble: Remove outer packaging
 • Align arrows on blue mineral and yellow chlorine cartridges (See Figure A)
 • Push together and rotate to connect 
 • Find setting from initial setting chart (See Figure B)
 • Lock in setting and place in pool (See Figure C)
 • Attach cord and tether to pool
 • Maintain 0.5 to 1.0 ppm free chlorine level
 • Initially test water daily with test strips
 • Adjust setting if needed one number per day
 • Product may be removed when pool is in use
 • Shock pool as needed to maintain water clarity
Para armar: Retire el empaque exterior
 •  Alinee las flechas del cartucho azul de minerales con las del cartucho amarillo de clor (Ver Figura A)
 •  Una y gire para conectar 
 •  Encuentre el valor de ajuste inicial en la tabla (Ver Figura B)
 •  Fije el valor de ajuste y coloque la unidad en la piscina (Ver Figura C)
 •  Una la cuerda y sujétela a la piscina 
 •  Mantenga un nivel de cloro libre de 0.5 a 1.0 ppm
 •  Al principio, pruebe el agua cada día con tiras de prueba
 •  De ser necesario, regule el valor de ajuste un número por día
 •  Este producto puede retirarse cuando la piscina esté en uso
 •  Aplique un tratamiento de choque a la piscina para mantener la claridad del agua
When Flip Plop flips over the chlorine cartridge is empty and must be replaced. To remove, rotate the two 
cartridges until the arrows align along the edge of both cartridges (See Figure A) and pull apart. If Flip Plop 
has not been used for 6 months or one pool season whichever is shorter, simply attach a new chlorine 
cartridge and set the complete system back in the water. If the chlorine cartridge still contains a small 
amount of chlorine after the system has flipped over, place in pool until completely empty. Do not allow 
chlorine cartridge to sink to the bottom or pool bleaching may occur.
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For inflatable or frame above ground pools 
up to 5000 gallons

Cleaner
 Minerals and low levels of chlorine for an ultra clean pool
 Minerales y bajos niveles de cloro para una piscina extremadamente limpia

Clearer
 Enjoy clearer water with less work
 Disfrute de un agua más transparente facilmente

Softer
 Water feels silky soft without bleaching 
 swimsuits or damaging surfaces
 El agua se siente suave como la seda; no destiñe 
       los trajes de baño ni daña las superficies

FEATURING . . .

• Helps maintain pH • Restores water clarity • Adjustable dial settings
• Tethers to pool with enclosed cord • EPA registered

Lasts 6 months^

Dura 6 meses^

Floats in the Pool 
Flota en la pisince

Replace chlorine cartridge
when flipped over

Reemplace el cartucho que contiene el 
cloro cuando se da vuelta

Lasts 3-4 weeks
Dura 3 a 4 semanas
 

www.HeyCoolPool.com

+Flip Plop® consists of the minerals silver chloride and carbonate used in conjunction with 0.5 ppm chlorine.  
Flip Plop® must be used in conjunction with the Flip Plop® Chlorine Cartridge (EPA Reg. No. 53735-2-90240).
*Compared to the minimum EPA recommended chlorine level of 1.0 ppm for a stabilized swimming pool.
^Minerals last up to 6 months or one pool season whichever is shorter.
+Flip Plop® consiste en los minerales cloruro de plata y carbonato, utilizados en combinación con 0.5 ppm de cloro. 
Flip Plop® debe usarse en combinación con el  Flip Plop® Chlorine Cartridge (núm. reg. EPA 53735-2-90240).
*En comparación con el nivel mínimo de cloro de 1.0 ppm recomendado por la EPA para una piscina estabilizada.
^Los minerales duran hasta 6 meses o una temporada de uso de la piscina, lo que sea màs breve.

Additional chlorine cartridges sold separately.

• Minerals destroy bacteria reducing 
  chlorine use by up to 50%*

• Pre-filled cartridges for 
 no mess, no guess, no stress

• Simply plop in the pool
 Flips when empty

 

For Pools 12’ to 18 ’ in diameter Blue Mineral Cartridge Lasts All Summer ^

Yellow Chlorine Cartridge Lasts 3-4 Weeks

Mantenimiento automático para piscinas "Todo en uno"

Active Ingredient:
  Trichloro-s-Triazinetrione...99.0%
Other Ingredients:..................1.0%
Total:..................................100.0%
Available Chlorine: 90%     
Net Wt.: 14 oz (397 gms)

Keep Out of Reach of Children
DANGER

See First Aid and additional Precautionary 
Statements on back panel

Active Ingredient: 
   Silver Chloride.................. 0.5%
Other Ingredients: ............ 99.5%
Total: ..............................100.0%
Net Wt.: 4.1 oz (116 gms) 

Keep Out of Reach of Children
CAUTION

See back panel for complete Directions For Use

Flip Plop® Chlorine CartridgeFlip Plop® 

Automatic 
All-In-One Pool Care

Automatic 
All-In-One 
Pool Care

FIGURE B

Initial Setting Chart

FIGURE CFIGURE A

Contains: 1 Mineral and 1 Pre-filled Chlorine Cartridge
 Contiene 1 cartucho de minerales y 1 cartucho de cloro precargado
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Operation Manual 

From HEY! Cool Pool® comes Flip Plop®.
Flip Plop® is part of a complete pool care system for pop-up pools that 
utilizes our patented mineral formula of Flip Plop with low levels of chlorine 
from the Flip Plop Chlorine Cartridge to destroy bacteria, help maintain pH and 
restore water clarity. Simply twist to set and toss into the pool. Everything is 
prefilled and contained for no mess, no guess and no stress pool care.

4. Twist the mineral 
cartridge opposite of the 
chlorine cartridge until 
the setting number for 
your pool size is lined up 
with the arrow (see chart 
below). Even at the lowest 
possible setting of 0 there 
will be some chlorine 
released into the pool.

Water Balance Guidelines
pH:	 7.2 – 7.8
Total Alkalinity:	 60 -120 ppm
Stabilizer (Cyanuric Acid):	 20-80 ppm
Free Chlorine:	 0.5-1.0 ppm

Blue 
Mineral
Cartridge

Yellow 
Chlorine
Cartridge

Pool Start Up
1. Use test strips or a test kit to 
balance your water according to
the water balance guidelines. The 
Flip Plop controls the free chlorine 
level. pH is affected by weather and the make-up of your source water.

2. Shock pool to remove 
contaminants (follow 
manufacturer’s directions).

3. Remove outer packaging 
from both the mineral and 
chlorine cartridges of the 
Flip Plop. Bring the two 
cartridges together and 
line up the arrows. Push 
together and twist to lock. 

5. Tether it to the pool side with the cord provided, 
away from the skimmer or a return jet.  

6. Test the water periodically and adjust the setting 
until the chlorine level is maintained at 0.5 ppm to 
1.0 ppm. Based on average pool usage, chlorine will last about 3-4 weeks 

for pools up to 5,000 gallons, except during times of hot water 
temperatures and heavy pool use.
NOTE: This product may be removed from the pool when in use. 
Lift out of the water and let drain into the pool. Then hang over 
the outside of the pool or place on the ground or surface that is 

not susceptible to bleaching from the chlorine. Remember to replace the 
product once exiting the pool. 

Replacing the Flip Plop® Chlorine Cartridge
When the product is almost empty, it will slowly flip over giving you notice 
that it’s about time to replace. When it completely flips over 
replace by rotating the two cartridges until the arrows align 
along the edge of both cartridges and pull apart. Follow the 
start-up procedures.

Do not remove the chlorine cartridge until the system has 
completely flipped. If the chlorine cartridge contains a small 
amount of chlorine after the system has flipped over, place 
in pool by itself. Do not allow chlorine cartridge to sink to the 
bottom or pool bleaching may occur. When completely empty discard in trash.

Flip Plop Initial Setting Chart
Diameter Gallons Setting #

12' 2000 1
12' 2500 2
15' 3000 3
15' 3500 4
15'-16' 4000 5
15'-16' 4500 6
18' 5000 7

NOTE: Calculate pool gallons by 
multiplying diameter x diameter x 
water height (feet) x 5.9.

Regular Pool Care

1. Run pump and filter at least 8 hours but ideally 
24 hours per day. Clean or replace your filter cartridg-
es weekly. Lack of circulation may cause bleaching of 
pool surface and improper sanitization levels.

2. Skim the surface of any debris and remove any-
thing collected on the return fitting to your pump.

3. Regularly test water for pH, total alkalinity and 
chlorine levels. Adjust your pH when it rains or when 
adding fresh water to the pool. Maintain a 0.5-1.0 
ppm chlorine level at all times.

4. Replace the chlorine cartridge when the Flip Plop 
completely flips over. 

5. Shock the pool at least weekly when the pool is 
being used and every few days when the water tem-
perature is 90 degrees or more to maintain water 
clarity. Follow label directions on the shock treatment 
used.

6. Replace the complete Flip Plop every six months 
or after one pool season whichever is shorter. If the 
pool is drained and refilled prior to six months, the 
Flip Plop must be replaced at that time.

Manufactured for HEY! Cool Pool
530 11th Ave S., Hopkins, MN 55343  www.FlipPlop.com

Distributed by Arch Chemicals, Inc.
PO Box 724438, Atlanta, GA 31139-1438 
Customer Care Center 800-455-4311 

EPA Est. No.: 64114-MN-1     Patents: www.HeyCoolPool.com/IP    20-48-0103     553081443R2N

Tether to pool 
with enclosed 
cord.

This is not a toy. 
For sanitizing 
pop-up pools 
only.

Most common pool size
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     Twist mineral opposite of chlorine

Setting # on 
Mineral Cartridge

Sarah
Typewritten Text
53735-11-90240 Flip Plop Manual



Preparación de la piscina 
1. Utilice las tiras de prueba o un
equipo de prueba para equilibrar su
agua, de acuerdo con el equilibrar de
agua. El Flip Plop mantiene el nivel
de cloro libre. Ph se ve afectada por las condiciones meteorológicas y
la composición de la fuente del agua.

2. Aplique un tratamiento de choque para eliminar los contaminantes 
(siga las instrucciones del fabricante). 

Manual de Operación

El desinfectante Flip Plop® es parte de un sistema completo de cuidado de 
piscinas desmontables que utiliza la fórmula mineral patentada de Flip Plop, y 
bajos niveles de cloro del Flip Plop Chlorine Cartridge para destruir bacterias, 
mantener el pH y restaurar la claridad del agua. Solo tiene que girar para acti-
var y lanzarlo a la piscina. Todo ya está llenado y contenido, para que pueda 
cuidar la piscina sin ensuciar, adivinar o sufrir.

LINEAMIENTOS PARA EL 
EQUILIBRIO HÍDRICO

pH:	  	 7.2 – 7.8
Alcalinidad total:		  60 -120 ppm
Estabilizador (ácido cianúrico):	 20-80 ppm
Cloro libre:		  0.5-1.0 ppm

Cartucho
Mineral
Azul

Cartucho
Chlorine
Amarillo

5. Ate el cordón de sujeción al costado de mano de 
la piscina, lejos de la desnatadora o de un chorro de 
retorno.  

6. Pruebe el agua periódicamente y regule el ajuste 
hasta que se mantenga un nivel de cloro de 0.5 ppm a 1.0 ppm. 

Para un uso promedio de la piscina, el cloro durará unas 3 
a 4 semanas en piscinas de hasta 5,000 galones, excepto 
en períodos con agua a alta temperatura y uso intenso de 
la piscina. 
NOTA: Este producto puede retirarse de la piscina cuando esté 

en uso. Extráigalo del agua y permita que se drene a la piscina. Luego, 
cuelgue la unidad en el exterior de la piscina o póngala en el suelo o en 
una superficie que no se decolore con el cloro. Recuerde volver a colocar el 
producto después de salir de la piscina.

Reemplazo el Flip Plop® Chlorine Cartridge
Cuando el producto esté casi vacío, comenzará a invertirse 
lentamente, avisando con anticipación que es necesario 
reemplazarlo. Cuando se invierta por completo, reemp-
lácelo girando las dos cartuchos hasta que las flechas se 
alineen en el borde de ambas cartuchos y luego tire para 
separar las cartuchos. Siga los procedimientos de prepara-
cion. No extraiga el cartucho de cloro hasta que el sistema 
se ha invertido completamente. Si la mitad con cloro contiene una 
pequeña cantidad de cloro después de que el sistema se ha invertido, 
colóquelo en la piscina hasta que se vacíe por completo. No permita 
el cartucho de cloro hundir al bajo de la piscina, o blanquear puede 
ocurir. Deseche en la basura. 

NOTA: Calcule el número de galones de 
la piscina multiplicando el diámetro x el 
diámetro x la altura del agua (en pies) 
x 5.9.

Cuidado regular de la piscina
1. Hacer funcionar la bomba y el filtro al menos 
8 horas, pero lo ideal es 24 horas al día. Limpiar o 
sustituir los cartuchos de filtro semanalmente. Falta de 
circulación puede causar la decoloración de la piscina 
superficie y eliminación inadecuada.
2. Rozando la superficie de toda la suciedad y elimine 
cualquier recogida en el racor de retorno de la bomba.
3. Pruebe regularmente los niveles de pH, alcalinidad 
total y cloro del agua. Ajustar el pH cuando llueve o 
cuando se añade agua fresca de la piscina. Mantener 
un 0.5-1.0 ppm de cloro nivel en todo momento.  
4. Reemplace el cartucho de cloro cuando Flip Plop 
se invierta por completo. 
5. Descarga la piscina al menos una vez a la semana 
cuando la piscina se utiliza y cada pocos días en 
que la temperatura del agua es de 90 grados o más 
para mantener claridad del agua.Siga las instruccio-
nes en la etiqueta del tratamiento de choque utilizado.
6. Reemplace el Flip Plop completo cada 6 meses o 
después de una temporada de uso de la piscina, lo 
que sea más breve. Si se drena la piscina y vuelve 
a llenarse antes de que transcurran seis meses, 
deberá reemplazarse Flip Plop en ese momento.

Fabricado por HEY! Cool Pool
530 11th Ave S., Hopkins, MN 55343  www.FlipPlop.com

Distribuido por Arch Chemicals, Inc.
PO Box 724438, Atlanta, GA 31139-1438
Centrode Atencion al Cliente 800-455-4311
EPA Est. No.: 64114-MN-1    Patentes: www.HeyCoolPool.com/IP   20-48-0103    553081443R2N

Sujete a la 
piscina con el 
cordón incluido.

	        Esto no es un juguete. 	
	        Para desinfectar piscinas 	
	       desmontables sólo.

       Gire mineral opuesto de cloro

Numero de 
ajuste del 

Cartucho Mineral

Iniciale Poner Gráfico de Flip Plop
Diámetro Galones Número de ajuste

12' 2000 1
12' 2500 2
15' 3000 3
15' 3500 4
15'-16' 4000 5
15'-16' 4500 6
18' 5000 7 La mayoría de los tamaño comunes de la piscina
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De HEY! Cool Pool® se presenta Flip Plop®.

3. Retire el empaque 
exterior de las mitades con 
mineral y cloro de Flip Plop. 
Una las dos mitades y 
alinee las flechas. Presione 
para unir y gire para cerrar.

4. Gire el cartucho con min-
eral en direccion opuesto 
del cartucho con cloro hasta 
que el número de ajuste cor-
respondiente al tamaño de 
su piscina esté alineado con 
la flecha (vea la tabla abajo). 
Incluso en el valor más bajo 
posible de 0 habrá algunos 
cloro liberado en la piscina.




