DISC.

AQUCAR™ DBNPA 20 Antimicrobial

To contro} coliform and other bacteria in publicly-owned
treatment works; controls bacteria, fungi and yeasts in paper
mills, and enhanced oil recovery systems controls bacteria,
fungl and algae in industrial recirculating water cooling
towers, once-through fresh and sea water industrial cooling
water systems, and reverse osmosis systems; controls

LICENSED
HAWAII
DEPT. OF AGRICULTURE

reroR005300Ty, 4197 219

ENHANCED OIL RECOVERY SYSTEMS

For controlling slime-forming bacteria, sulfide-producing bacteria, yeasts, and fungiin oit
fed vater, poymer o micelr foods, waterdisposal sysiems, o other ol el vler
systems, add 1-80 ppm AQUCAR DBNPA 20 Antimicrobial (0 1-6.4 gal AQUCAR
BIENPA 20 Antmiciapial par 2400 barreis of water) depending on the severty of
contamination. Additions should be made with a metering pump eithes continuously or

FIRST AID:

slime-forming bacteria and fungi in her systems.
FOR INDUSTRIAL USE ONLY

Active Ingredient(s):
2,2-Dibromo-3-nitrilopropionamide .

Inert Ingredient(s):

.20%
.80%
100%

Total
E.P.A. Registration No. 464-426
E.P.A. Est. 464-M)-1

KEEP OUT OF REACH OF CHILDREN
DANGER

PRECAUTIONARY STATEMENTS
Hazards to Humans and Domestic Animals
DANGER

CORROSIVE. CAUSES |IRREVERSIBLE EYE
DAMAGE OR SKIN BURNS - DO NOT GET IN
EYES, ON SKIN OR ON CLOTHING - MAY
CAUSE LOSS OF VISIONS - FATAL IF
ABSORBED THROUGH SKIN - HARMFUL IF
SWALLOWED OR INHALED - AVOID
BREATHING VAPOR - WEAR GOGGLES OR
FACE SHIELD (SAFETY GLASSES) - WEAR
PROTECTIVE CLOTHING (LONG-SLEEVE
SHIRT AND LONG PANTS, SOCKS PLUS
SHOES AND CHEMICAL RESISTANT GLOVES
SUCH AS WATERPROOF GLOVES) - WASH
THOROUGHLY WITH SOAP AND WATER
AFTER HANDLING AND BEFORE EATING,
DRINKING, OR USING TOBACCO - REMOVE
CONTAMINATED CLOTHING AND WASH
BEFORE REUSE.

<

THE DOW CHEMICAL COMPANY
Midland, Michigan 48674 U.S.A.

{989)636-4400

* Trademark of THE DOW CHEMICAL COMPANY

OR CLOTHING

IFIN EYES - Hold eye open and rinse slowly and gently with water for 30 minutes.
- Remove contact lenses, if present, after the first 5 minutes, then continue rinsing eye.
« Call a poison control center or doctor for treatment advice

IF ON SKIN « Take off contaminated clothing.

- Rinse skin immediately with plenty of water for 15-20 minutes.
- Call a poison control center or doctor for treatment advice.

IF SWALLOWED

- Call poison control center or doctor immediately for treatment advice.
- Have person sip a glass of water if able to swallow.
- Do not induce vomiting unless told to do so by the poison control center or doctor.

HOT LINE NUMBER

IN CASE OF AN EMERGENCY endangering life or property involving this product, call collect (989)636-4400.
Have the product container or label with you when calling a poison control center or doctor or going for treatment.

NOTE TO PHYSICIAN

Probable mucosal damage may contraindicate the use of gastric lavage.

ENVIRONMENTAL HAZARDS

This pesticide is toxic to fish and aquatic organisms. Apply this
product only as specified on this label. not contaminate water by
cleaning of equipment, or disposal of wastes. NOTE: Do not
discharge effluent containing this product into lakes, streams, ponds,
estuaries, oceans or other waters unless in accordance with the
requirements.of a National Pollutant Discharge Elimination System
(NPDES) permit and the permitting authority has been notified in
writing prior to discharge. Do not distharge effluent containing this
product to sewer systems without previously notifying the local
sewage treatment plant authority. For guidance contact your State
Water Board or Regional Office-of the EPA.

PESTICIDE STORAGE AND DISPOSAL

Do not contaminate water, food, or feed by storage or disposal.

Storage: To maintain product quality, store at temperatures below
60°C. Keep container tightly closed when not in use.

Pesticide Disposal: Pesticide wastes are acutely hazardous.
Improper disposal of excess pesticide, spray mixture, or rinsate is a
violation of Federal Law. If these wastes cannot be disposed of by
use according to labe! instructions, contact your State Pesticide or
Environmental Control Agency, or the Hazardous Waste
representative at the nearest EPA Regional Office for guidance.
Container Disposal: Do not reuse empty container. Triple rinse
(or equivalerit). Thenoffer for recycling or reconditioning, or
puncture and dispose of in a sanitary landfill, or by other procedures
approved by state and local authorities.

-'. NOTICE
. Do Not Ship or Store with Food,
Feeds, Drugs, or Clothing

08463-10/20/2004+318

DIRECTIONS FOR USE

II;{:; violation of Federal Law to use this product in a.mannet inconsistent with the
ing

NOTE: ADD AQUCAR™ DBNPA 20 Antimicrobial SEPARATELY TO
THE SYSTEM. DO NOT MIX IT WITH OTHER ADDITIVES, IN ORDER
TO AVOID DECOMPOSITION OF AQUCAR DBNPA 20 Antimicrobial
DUE TO THE HIGH pH OF MANY ADDITIVE FORMULATIONS

PAPER MILLS

For me contolof bacteiel, fungel, and yeast growths in pulp, paper, and paperboard
mills, add AQUCAR DBNPA 20 Antimicrobial at the rate of 0.15-0.50 Ibon of pulp or
paper (dry be:xs) Addition may be coniinious o intemnitent, depencing upon the fype
of system and the severity of contaminaion 1 should be made with a metering pump
at alocation that wil insure uniform distribution of AQUCAR DBNPA 20 Antimicrobial in
the mass of fber ad water suh as the beaters. jordan it or discharge, broke
chests, fumnish chests, save-alls, and Wi et

HEAVILY FOULED SYSTEMS should be boiled out, e reated with 0.15-0.35 To
AQUCAR DBNPA 20 Antimicrobiabon of paper (dry basis), as necessary for centrol.
MODERATELY FOULED SYSTEMS should be treated continuously with 0.35-0.50 Ib
AQUCAR DBNPA 20 Anfimicrobialfon of paper (dry basis) unti the slime accumulanan is
controlled. Addition ra(es gan hen be redliced (0 0.15-0.35 b AQUCAR DBNPA 2

is. as needed for oonm)l
Diskodged: sime may Coute brocks I he paper and & cleanap of e paper machine may

SL[GHTLY FOULED SYSTEMS should be treated continuously with 0 15-0.35 Ib
AAQUCAR DBNPA 20 Anfimicrobialion of paper (dry basis) untl the sime is controied,
then added on an intermittent basis to maintain contro!

CONTINUOUS FEED. METHOD
When ths system is noiceably fouled, add 10-60 pem AQUGAR DENPA 20
Antimicrobial (0.8-6 4 gal AQUCAR DENPA 20 Antimicrobial_per 2400 barrels of water)
tf the desired degree of control is achieved. Subsequently, treat with
prm AQUCAR DBNPA 20 Antimicrobial (0.1-1.2 gal AQUCAR DBNPA 20
Aniimntrobial per 2400 bairels of waler) continUously or as nesded o maintain cortrol
INTERMITTENT or SLUG METHOD
When the system is noficeably fouled, or to maintain control of the system, add 10-80
ppm AQUCAR DBNPA 20 Antimicrobial (0.8-6.4 gl ~QUCAR DBNPA 20 Antimicrobial
per 2400 barrels of water) intermitiertly for 4-8 hours per day, and from 1-4 fimes per
week, or as needed depending on the severty of contamination.
Addition of AQUCAR DBNPA 20 Antimicrobial may be made at the free water
knockouts, be'ore or after the Injection pumps and injection well headers
NOTE: FOR CONTROL OF BACTERIA, YEAST, AND FUNGI IN AQUEOUS
SOLUTIONS OF BIOPOLYMER USED i\ FLOODING OPERATIONS, add 15-80
pem AQUCAR DBNPA 20 Antimicrobial (1.2-6.4 gal AQUCAR DENPA 20 Anfiinicrobial
per 2400 barrels of water). Additions of AQUCAR DBNPA 20 Antimicrobial shouid be
made with a metering pump IMMEDIATELY after preparation of the agueous biopolymer
solution to prevent loss of viscosity.

INDUSTRIAL RECIRCULATING WATER COOLING TOWERS

Add AQUCAR DBNPA 20 Anlimicrabial o the basin (or any ofher point of unform

mixing). Addition should be made with a metering pump; it may be continuous or

intermittent, depending on the severity of the contamination when treatment is begun.
and the retention time in the system

Optimum performance with this product Is attained by continuous of Intermittent

e mtment 2 s, he bawdowh ShoLId b6 ChecominUEe or 24-48

urs.

FOR CONTROL OF BACTERIA

Add 0.00055-0.0095 gal AQUCAR DBNPA 20 Arlimicrobal 000 galof waler i the

denendina on the Severitv of Gontamination

NTERMITTENT or SLUG METHOD

INITIAL DOSE: When the system is noticeably fouled, add 0.0048-0.0095 gal

AQUGAR DBNPA 20 Amtmarobiait 000 gal of water n he system ~Fepeas unti

control Is achieve

SUBSEQUENT DOSE: When microbial control is evident, add 0:0024-0.0095 gal

AQUCAR DBNPA 20 Antimicrobial/1,000 gal of water in the system every 4 days or as

needed to maintain control.

BADLY FOULED SYSTEMS must be cleaned before treatment is begun.

CONTINUOUS FEED METHOD

INITIAL DOSE. When the sysiem 1s noticeably foured, add 0.0048-0.0095.gal

AQUCAR DBNPA 20 Antimicrobéal/ 000 gal of water to the system

SUBSEQUENT DOSE. Maintain ts level by pumping a continuous feed of

0.00095-0.0048 gal AQUCAR DBNPA 20 Antimicrobial/4 000 gal of water i the system

per day

BADLY FOULED SYSTEMS must be cleaned before treatment is begun

FOR CONTROL OF FUNG! AND ALG

Add 0.029-0.095 gal AQUCAR DENPA 20 Antimicro@in000 gal of watier In the system

depending on the severity of contamination.

INTERMITTENT or SLUG METHOD

INITIAL DOSE: When the system is noticeably fouled, add 0.048-0.095 gal AQUCAR

DBNPA 20 Antimicrobial/1.000 gal of water I the system. Repeat unti control is

achieve

SUBSEQUENT DOSE When microbial control is evident, add 0.029-0.095 gal

AQUCAR DBNPA 20 Antimicrobial/ 1,000 gal of water In the system daily. or as needed

to maintain control.

BADLY FOULED SYSTEMS must be cleaned before treatment is begun

CONTINUOUS FEED METHOD

INITIAL DOSE: When the sysiem is noticeably fouled, add 0.048-0.095 gal AQUCAR
DBNPA 20 Antimicrobla)/ 000 aal of water ta the svstem

SUBSEQUENT DOSE: Maintain this treatment level by pumping a continuous feed of

5 0550.09% gal AGUGAR DERA 50 Antimicrobial 000 gal of eter in he system per

BADLY FOULED SYSTEMS must be cleaned before reatment is begun
ONCE-THROUGH INDUSTRIAL COOLING WATER SYSTEMS

Product is not registered for this use in California.

Forcontaling microbiological growth in once-through and closed-cycle fresh and sea
systems, cooling ponds, canals, and lagoons, add AQUCAR DBNPA 20

Animiorobis 1 The sys{em Tnfet water or before any oer contaminated are i the

system, Intermittent addition should be made with a metering pump at a level dependent

on the severity of the contamination in the system

INITIAL DOSE: When the system is noticeably fouled, add 6-12 ppm AQUCAR
DBNPA 20 Antimicrobial based on the flow rate lhrough the system. Additions shouid be

for durations of at Jeast 15 minutes, but with additions not being made for more than a

total of 4 hours per dav

SUBSEQUENT DOSE When microbial control 1s evident, add 3-12 ppm AQUCAR

DBNPA 20 Antimicrobial intermittently to maintain control. Addition intervals may vary

but total time of additions should not exceed 4 hours per day

BADLY FOULED SYSTEMS must be cleaned before treatment 1s begun

REVERSE OSMOSIS SYSTEMS

AQUCAR.DBNPA 20 Antimicrobial may be used to control bacteria and reduce biofouling
in industnial membrane systems (reverse 0smosis, ul(rn\flltrallon mlCro'I\(ra(lon)
Acceptable applcations include reverse osmosis for the production of boiler makeup
water. rinsing of electric companems and mduslnaJ waqewater treatmem
AQUCAR DBNPA 20 Anti
feed water at a rate of 10-100 ppm (1 3 13 0 || 0z/1,000 gaﬂans m 041040 mI/mln per
10 gpm of feed water) AQUCAR DENPA 20 Antimicrobial. For off-line syslem
disintection, add 50-170 ppm (6.5-22.0 fl 02/1,000 gallons) AQUCAR DBNPA 20
Antimicrobial to the off-line cleaning teed tank and re-circulate for 30 mmu(es 10 3 hours
Frequency of addition should be every 5 days or as n
Note' For maustrial systems :n which AQ!JCAR DBNPA 20 Antimicrobial residuals
cannot be tolerated, AQUCAR DBNPA 20 Antimicrobial must be slug fed During and
tor 30 minutes to 1 houi following chemical addition, permeated and concentrate streams
must be diverted to waste

AIR-WASHER SYSTEMS

Add 0.0015-0.095 ga{ AQUCAR DBNPA 20 Antimicrobial/1 000 gal of water in tne

system, depending upon the severity of contamination to control slime-forming baciena

and fungi in Indusma\ air-washer systems

INTERMITTENT or SLUG METHOD

INITIAL DOSE: When the system is noticeably fouied, add 0 003-0 095 gal AQLICAR

DBNPA 20 Antimicrobial/1,000 gal of water in the system Repeat until controt is

achi

SUBSEQUENT DOSE: When micrgbial control is evident, add 0.0015-0.047 gal

AQUCAR DBNPA 20 Antimicrobial/1,000 gal of water in the system every 2 days or as

needed to maintain control

BADLY FOULED SYSTEMS must be cleaned before treatment is begun

CONTINUOUS FEED METHOD

INITIAL DOSE When the system is noticeably fouled, add ¢.003-0.095 gal AQUCAR
INPA 20 Antimicrobial/1,000 gal of water in the system

SUBSEQUENT DOSE: Maintain this level by puinping a continuous feed of

0.0015-0.047 gal AQUCAR DBNPA 20 Antimicrobial/1,000 gai of water in the system per

day

BADLY FOULED SYSTEMS must be cleaned before treatment is begun.

NOTE: For use only in industriat ar-washer sysiems that maintain effective mist
eliminating components

HYDROTESTING
Product is-not registered for this use in California.

FOR CONTROL OF BAGTERIA

Water used to hydrotest pipelines or vessels should cortain 100 to 1000 ppm of
AQUCAR DBNPA 20 Animicrobial (0.1 o 1 gallon AQUCAH DBNFA % Antimicrobial
per 1000 gallans water) depending on water quality and length of time the equipment wi
remain

PUBLICLY-OWNED TREATMENT WORKS

TO CONTROL COLIFORM AND OTHER BACTERIA

Add AQUCAR DBPA 20 Animicrobial t aconceniration o 1010 10.0 ppm by weignt
of water being.reated depanding on the severy of contaminafion n he sy

Ao ShOGH e GONTUOUS It Should oo ads i & metanng poump i & boint
in the system where mixing will be rapid and thorough. Add AQUCAR DBNPA 20
Antimicrobial to the system in a location where contact time wil be 30 minutes or greater
before reaching the outfall.

TO USE AS A CO-TREATMENT WITH CHLORINE

Add 0.4-1 5 ppm AQUCAR DBNPA 20 Antimicrobiai by weight of water treated
Chiorination should resultin a minimum detectable residual (.., greater than zero but

iess than the NPDES permit leved). Addition should be CONTINUOUS and made at a
point ust after nitl e mixing. Rapid miing s necessary for maximum
effectiveness  AQH A DBNPA 20 Antimicrobial should be added at a Iocabon where a

contact time of 10 mlnu(es or longer wilt be provided before reaching the outtall

Notice: Seller warrants that the product contorms to its chemical
description as contained on this labe! and is reasonably fit for the
purposes stated on this label (except uses for which USEPA h

accepted the required data and/or citations of data that the formulator
has submitted in support of registration) when used in accordance with
directions under normal conditions of use. THE WARRANTIES MADE
IN THIS PARAGRAPH ARE SELLER'S SOLE WARRANTIES WITH
RESPECT TO THE PRODUCT AND ARE MADE EXPRESSLY IN LIEU
OF AND EXCLUDE ANY IMPLIED WARRANTIES OF
MERCHANTABILITY OR OF FITNESS FOR A PARTICULAR
PURPOSE AND ALL OTHER EXPRESS OR IMPLIED
REPRESENTATIONS AND WARRANTIES.
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