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SIDING, ROOFING,

rtaces: APPLY TWO (2) WET-ON-WET COATS ON SHAKE, SHINGLE OR LAP 3

ggit(i)?sl :;lll) OcTeHER VERTICAL SURFACES. Do not aliow product to dry fully between coats. Apply second
in 6 hours of the first coat.

Tr%gaér:ldi?l‘c! must penetrate the surface to work properly —~ do not apply over a segled surface. Do not use as

a primer coat. Clean up over-spray, drips or splashes with soap and water immediately.

£ <51 Because temperatures and humidity fluctuate, aliow a minimum 24-48 hours before using deck

o sitting on outdoor fumiture. Wait 72 hours to reposition fumiture on deck. o ot

i t, divie al square
< renni To determine correct number of galions required to complete your project,
footage to be coated by 150. One galion will cover approximately 150-200 square feet, depmdk‘}g 0:5 wr:;!)d
species, age, surface porasity and method of application. ngtlwr, Wﬁmem{!t orﬂr;lsghch‘/] igomﬁ (:jerac w
absorb more product and reduce coverage rate. If surface requires t0 Ico;a 0%‘300 oL Wil Ot REFL:

imately 150-200 square feet, second coat witl cover approximately 5 X

:[;D\:?I);I:n:pp%caﬂnn of ;cr‘ty protective coating, WOO0D SURFACES CAN BE SLIPPERY WHEN WET.

£ 1 Wi atters and spills immediately with soap and warm water. Dried spills can
be remored wih m;ﬁ%m i atnpes. Cloan toos and equipment immedtly fr e with
soap and warm water o7 mineral spirits; dried product will require mineral spirits. ‘
75 To maintain adequate preservative protection and shield wood against water de‘ml;a%m s
br uct should be re-applied every three (3) years. In areas exposed to severe sunl,I neavgI g;ecwm Y s
numity or tomporatr e, ccelfate weaher 8 1 A T ottty A clean
(ﬁieav;?&\c%éﬂgg Dt:c(;((ﬂzr){g;r;;nciy& Fence Brightener before rejcoatlng, Annual cleaning with mild
soap and water is recommended to keep coating grime-free and looking its best.

AZARDS TO HUMANS AND DOMESTIC ANIMALS
i Causes mf')‘derate eyI:?rmTa?ion. Harmful if swallowed, absorbed through skin (;rtmg\akg. ';:«Zgid

contact with eyes o ciothing. Do not breathe vapor or spray mist Use onfy in we}lt-verr‘m ::j 1«_3 area, keep
containers closed. Do not take interally. Wash thoroughly with scap and water after handling. where

- na;hais: This product Is toxic to fish. Do not apply direct to water o tot arﬁste here
é«ﬁace water is present or to intertida! areas belt::lv the mean high water mark. Do not contaminal
when [y of e, MAZAEDE co;ﬂ%rurg!ﬁ[’&: Do not use or store near heat or open flame. iN CASE
OF FlRé; Us;é dry”chermcals. foam, water, fog carbon dioxide o C0,. Cool closed containers with water,

Hold eye and rinse slowly water for 15-20 minutes,
iF IN EYES: Remye ggm;mct jenses, if present, after the first 5 minutes, then continue insing.
Call a Poison Control Center o doctor for treatment advice.
mage may contraindicate the use of gastr favage. )
NOTE T0 PHYSICIAN: %ﬁmﬁ;}:& - WX ftion p is hazard. Contains petroleur distilate.
i ison Control Genter or
Have the product container or label with you when caling a Poison b
NUMBER: doctor of for reatmert In case of medical emergency, for
HOTLIE ER addﬂlogloa'l‘g information call toll free: 1-800-548-0489.

RE Remove clothing immediately if pesticide gets inside. Then wash thoroughly and pi
USERS SHOWLD: on clean clothing.

o ' * Finish and Pressrvative

warrants, for three (3) years after date of purchase, Wolman® F&P
.(rlz,r%dcﬁcrgp;grpm(ect wood substrate surfaces agam?étmt’ and ‘dg:ay, prt?nv:fxltl é«ar%l]?é; \:r a:?‘;\nttymg oggmiggpp!y
caused by water penetration, and resist peeling or blistering of the coatir o oot

as rotting, decaying, splitting, or warping prlqr to application of s 3 -
?e:{t‘;?idv‘/ho?);%at cracl?s, spllti or warps after Product appllcaﬂ‘ortll due to gscagg;l;g:}e&n;l &D:Jt;ﬁem:

nty applies to Product apptied to newly installed or pre-existing wood sul h

‘t')lg;lap:(y)pg% prepared and the Product has been properly applied in accordance with d!ref;‘it&?:s on the
Product Label, Label directions are as complete as possible bt ca’nnut encom?ass all con o ns,
applications and/or surfaces, alf of which are beyond manufacturer’s and seller's control. This warranty
does not apply to use of the Product in with other

T ) o b e B e o ot on o
?eﬁfeufll,;\ggfg :pu;rchase price paid by buyer or user for Product purchased; of

ﬁi (R‘:p 5&&3{“ ;&g;&m&ﬂ&:&ﬁuﬁ;s&g 'uable to user, buyer, ar any third party fO( consequential or‘
mcidqnial d.amages of losses resulting from the use ofm :‘fo?mi The terms ?'1' th;s Warra:lty ?llicla mer
zui;gt;a;g: ggu?ﬂ%:: ?: ?/;?;nv\zrgrgz g? éltlil‘larranty Disclaimer and Limitation of Liabifity.

i Product or
does not include iabor or cost of fabor for the removal of application of any
::;avzgmnﬁ!ntynf any wood structure. To obtaina warranty remedy, write to ZINSSER Co., Inc., 173 Belmont
Drive, Somerset, NJ 08875, and include proof of purchase.

and manutacturer make no other g or repl of any
ﬁ&ﬁ?&mﬂﬁ: lu.zgr, or to any third party, either express or implied or by usage of tra::. bs]:atu:gge :;
otherwise, with regard to the Product, including, but not limited to warranties of mercha 'a‘ n;,mmm
for a particular purpose, or use or eligibility of the goods for any particular trade usage. NO W
shalt be created by course of performance, usage of trade, or course of deating.

‘ Made in U.S.A
A Division Of Manufactured for:
”Nm Wolman Wood Care Products
peothmplomyih 2ZINSSER Co., Inc.
173 Belmont Drive
7114406-0311-VWA ©2003 o P Company Somerset, NJ 08875

\I\(olman‘m F&P°®

it is a violation of Federal law fd use this product in a manner inﬁonsistsnt with its iabeling.

Residential Users: tib not apply this produd ln a Way that will contact any pérédn or bei,
DO NOT USE ON WOOD WHICH WILL COME IN CONTACT WITH FOOD. Apply this product only as specified on
the labsl. Keep container closed when not in use. Wear goggles, rubber gloves and protective clothing when

applying or handling treated lumber. Use only in a ventiiated area. Keep contents and freshiy treated articles
away from food and living plants.

Do not contaminate water, food, or feed by storage or disposal.

ERDIE & :£.. This product will not freeze but may become cloudy at colder temperatures. Store this
product in its originally fabeled container and in a storage area located in a cool place. Keep container and
freshly treated articles away from high temperature areas, sparks, fire or open flame. If static generating
conditions exist, provide necessary grounding and bonding, Keep this product separate from other pesticides
during storage to prevent cross contamination of other pesticides, fertilizers, food and feed. Remove sources
of ignition if this product is released or spilled. Confine area of spilf and avoid breathing vapors. Ventilate
area. Cover with absorbent material and place in approved containers for disposal using non-sparking tools.
Keep container tightly closed when not in use,

PEEHCIEL DIsPnAL Wastes resulting from the use of this product may be disposed of on site or at an
approved waste disposal facility.

£ ¢ 1 Residential Users: Do not reuse container. Securely wrap original container in several
layers of newspaper and discard in frash.

FOR EXTERIOR, ABOVE GROUND USE ONLY,
i #24: Use on all species of pressure-treated iumber, Cedar, Redwood, Poplar, Hickory and other
rih American hardwoods.
#iE0TE: Use to beautlfy and protect newly installed or existing decks, fences, siding or roofing shakes
& shingles, clapbeard, fap or log siding, exterior doors, window frames & trim, boat docks, boardwalks,

outdoor furniture & décor, spa cabinets, gazebos, arbors & trellises, storage sheds, play equipment/gym
sets and more.

BUHPRLE VY % The preparation process outlined below should be followed to ensure adequate
penstration, coloration and optimum performance of this product.

et ¢ < Regardless of whether wood is newly instatled or pre-existing, i is
Important to determine if there s a surface barrier present which would prevent the proper penetration or
adhesion of a new coating. To conduct a Splash Test, sprinkle several handfuls of water on a few distinct
areas of the surface. if the water absorbs rapidly, the surface is ready to be coated. if the water beads,
puddies or is not absorbed, an internal or extemal barrier exists, and must be eliminated before coating can begin.

Repeat Splash Test to confirm water absorption before applying this product.
Uncoated, New Wood: If pressure-treated lumber, beading or puddiing water may indicate either a surface
barrier stich as excess surface wax o excessive intemal moisture content. If new Cedar or Redwood, “mill
glaze” on the surface is likely. Use Wolman DeckBrite powder concentrate or Deck & Fence Brightener
fiquid concentrate according to label directions, then conduct Splash Test again. if absorption is not
improved, allow wood to dry a minimum 30 days in temperate weather (avg. 70°F, 50% humidity), longer in
cooler or more humid conditions. Test for absorption again before applying this product.
Uncoated, Weathered Wood: Before coating, weathered wood must be tharoughly cleaned to remove
ground-in dirt, mildew, mold and algae stains, gray, UV-damaged wood fibers and any other surface
contaminants, Use Wolman DeckBrite powder concentrate or Deck & Fence Brightener liquid concenirate
according to fabel directions.
Previously-Coated, Weathered Wood: Previous coatings shoutd be removed before application of this
product. If pigmented off or latex coating exists, use Wolman DeckStrip® Stain & Finish Remover according
1o label directions to prepare the surface. Acrylic coatings may require a paint stripper. If coated with a
clear sealer or lightly pigmented finish and littie to no pigment remains, Wolman DackBrite powder
concentrate or Deck & Fence Brightaner liquid concentrate, followed by pressure-washing, is recommended
to restore the surface and remove residual coating/water repefiency.
Before applying this oii-base product, wait at feast 24 hours after cleaning, stripping or power-
washing to aliow the water-soaked wood to dry out thoroughly, Oil-base finishes will not properly
penetrate wood that is water-saturated.

BEFORL YO «: Prior fo project start date, perform a trial brush-out in several
inconspicuous areas to ensure the desired color is {Color app will vary on
wood species, age and surface porosity) Replace rotted, extremely weathered or warped boards. This product
will not repair existing wood damage such as cracking, checking, splintering or splitting. Make sure entire
wood surface Is completely dry and free of dust, dirt and debris. Cover all surrounding areas not intended to
be coated. Thoroughly rinse these areas before and after application. Intermix muttiple gallons of the same
product in & separate container to ensure a uniform color. Mix thoroughly before use and stir accasionally
during application. Do not tint, dilute or mix this product with any other product.

5 i For best results, apply when outside temperatures are between S0°F and 90°F, and when 24
hours of precipitation-free weather is exp Do nat apply to wood that is hot to the touch or in direct
sunlight to prevent premature evaporation. Apply with a naturai or synthetic bristie staining brush, stain/paint
pad, pump sprayer, HVLP or airless sprayer, or dip (3 minutes). When spraying, work on a 30-40 square foot
area at a time, making sure to back-brush along the grain any drips, runs, uneven coverage or surface
puddies. Do not over-saturate surface with product or allow to puddie to prevent shiners, tackiness,
excessive drying time or uneven appearance when dry.

Horizontal Surfaces: APPLY ONE (1) LIBERAL, UNIFORM COAT ON DECKS AND OTHER HORIZONTAL SURFACES.
Thoroughly coat all expesed surfaces until wood will not absorb additional product, and avoid puddiing.
Only if wood Is highly porous is a second coat recommended. To test for this condition, check the
penefration rate of the first 30 sq. . area coated. If the coating is dry to the touch in 15 minutes or less,

then another Jight coat may be applied no later than one hour after first coat. Oniy half the amount is
necessary for the second coal.






