PRECAUTIONARY STATEMENTS
HAZARDS TO HUMANS AND DOMESTIC ANIMALS

KEEP QUT OF REACH OF GHILDREN
DANGER

Cormsivg. Causes irreversible eve damage or skin bums. Harmful i absorbed through skin. Do rot getin eyes, on skin or gn clething.
Harmful if swallowed or inhaled. Do not breathe dust, vapor er spray mist. Remove contaminated ¢lothing and wash before reuse. Wash
thoroughly with soap and water after handling. .

Residential (non-commercial) users are advised to wear cherical resistant giaves, proteciive eyewear {gogales, safety glasses, or face
shield), long sleeved shirt and iang pants, socks and shoes. In addition to these minimum PPE, commercial Lsers must wear a disposabla
- woverall with hood and chemical resistant footwear.

While remaving existing paint by sanding or blasting, or appiying new antifoulant paint, commercial users must wear a respirator with an
organic vapor removing cartridge with a prefilter approved for pesticides (MSHA/NIOSH approval number prefix TC-230C), or a canister
approved for pesticides (MSHA/NIOSH approval number TC-14G), or a MIJSH approved full face respirator with an organic vapor remeving
- cartridge with a P100 prefilter. Residential (ron-commercial) users are advised to wear the same respirators, cartridges, and prefilters as
requirad by commercial users.

FIRST AID

IF IN EYES: Hold eve open and rinse sfowly and gently with water for 15-20 minutes. Remave contact lenses, if present, after the first 5
minutss, and then continue rinsing. Call 2 Prison Control Center or doctor for treatment advice.

IF SWALLGWED: Immediately call a poison conirol center or doctar. Do not indisce vomiting unless told to do so by a polson control center
or doctor. Do not give any liquid to the person. Do not give anything by mouth to an unconscieus persen.

IF ON SKIN OR CLOTHING: Take off contaminated clothing. Rinse skin immadiztely with plenty of water for 15-20 minutes. Cali g poison
control center o dactor for treatment advice.

IFINHALED: Move a person to fresh aifr. If person is not breathing, call 911 or an ambulance, then give artificial respiration, preferably
mouth-to-mouth if possibe. Call a paison control center or doctor for further treatment advice,

Dther: Have the protduct container or label with you when calling a poisan controf center or doctor or going for treatment.

Note to Physician: Contalns petroleum distillate — vomiting may cause aspiration preumonia.

ENVIRCNMENTAL HAZARDS: This material is toxic to fish, agquatic invertebrates, aysters, and shrimp. Do not apply directly to water by
tleaning of equipment or disposal of wastes. Do not allow chips and dust genérated during paint removal to enter water. Dispose of paint
dsbsis in an approved landfill. Do not discharge effluent containing this product into lakes, streams, pords, estuaries, aceans or othier
waters unless in accordance with the requirements of a National Pollution Bisghargs Simination System (NPDES) permit and the permittinig
awthority has been notified in writing prior to discharge. Do not discharge effluent o sewer system withaut praviously notifying the local

- sewage treatment plant authority. For guidance contact vour State Water Board or Ragional Office of the EPA.

PHYSICAL OR CHEMICAL HAZARD: FLAMMABLE. Keep away from heat and opan flame.
STORAGE AND DISPOSAL: Do riot contarninate water, food or feed by storage or disposal. Opsn dumping is prohibited.

PESTICIDE DISPOSAL: Pesticids wastas are acutely hazardous. [mproper dispasal of
expess pesticide, spray mixture or rinsate s a vialation of Federal Law. K these wastes cannot be disposed of by use according to label
instructions, contact your State Pesticide ar Environmental Contral Agenay, or the Hazardous Waste representative at the nearest EPA
Regiona! Cffice for guidance.

CONTAINER DISPOSAL: Nonrefillable container. Do not reuse or reflll Hiis container. Triple rinse as follows: Empty the remaining contents
inte application equipment or a mix tank and drain for 10 seconds after the flow begins to drip. Fill the contziner % full with water and
recap. Shake for 10 seconds. Pour rinsats into application equipment or a mix tank ¢r store rinsate for later use or disposal. Drain for 10

seconds after the flow heg 15 to dr p. Repeat this B ocedure two more times.
/
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Product Identity

Interspeed® 5640
Copper Fre Antifouling

Color ;

Blue
Sales Reference

BZA647/5GL
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5 U.S. Gallons (18.93 Liters)
MSDS Re@fere nce

BZA647
Batch .

Revision
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FOR COMMERCIAL USE ONLY
Active Ingredients:

1H-Pyrrole-3-carbonitrils, 4-bromo -2-{4chlorophenyl}-5- (irifluoromethyl) 3.90%

ZincZ-Pyrindinethiol 1-Oxide® 4.12%
Inert Ingredients: 91.98%
100.00%

Contains petroleum distillates.

* Zinc Pyrithione
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DIRECTIONS FOR USE
It is & violation of federal faw to use this product In & mannsr inconsistent with is labsling.

SURFACE PREPARATION AND COMPATIBILITY: Surface preparation directions must be followed exactly in
order to insure adhesion. Surface must ahways be clean and dry prior to painting.

GENERAL APPLICATION PROCEDURES: Apply using an eiless sprayer. Tip Size 21-26 thou inch, pump
raiio of 30:1 or greafter. For small areas, brush or rolier may be used, but multiple coats may be required
to achieve the required dry film thicknes. liis recommended to apply by airless spray one (1) or two {2)
full coals of this product.

MIXING AND THINNING INSTRUCTIONS: Mix thoroughly with power myixer prior to applicationl. This
eoaiing is designed to be appfied without thinning. Should thinning be necessary, consuli your
international represertative prior fo altering this coating.

CLEAN UP: For tools, equipment, etc., use INTERNATIONAL GTAOO7.

MINIMUN DRY AND LAUNCHING TIMES: Minimum drying tire between coats is 6 hours, and before
taunching is 6 hours at 73°F.

THEQRETICAL COVERAGE: 407 square fest per gallon, per coat at 2.0 mils D.F.T. Consult your
International representative for practical application coverages. Practical square foot coverage per gallon,
per coat s directly proportional to surface, application techriques and climatic conditiens.

APPLIGATION SYSTEMS

EXISTING ANTIFCULING SYSTEMS — GOOD CONDITION: High pressurs fresh water wash with a minimum
of 2500 p.s.i. and/or scrape to remove all marine growth, slime, safts, etc. Spot blast ali areas of
corrosion to & Near White Metal Standard of SSPC-5P10-85. Blow down with clean and dry high pressure
air to remove all spent abrasives. Apply an approved underwaisr anticorrosive syster.

POCR CONDITION: For “optimum” resulis, blast entire area to a Near White Meta! Standard
SSPC-5P10-85. Apply an approved underwater anficorrosive system,

NEW SHIP GONSTRUCTION: Blast entire arez to @ Near White Metal Standard SSPC-SP10-85. Blow down
with clean and dry high pressure air to remcve all spent abrasives, Apply an approved underveater
andicorrosive system.

WCOD AND NON-FERROUS SURFACES: Use surface preparation and primers as specified by the Navy.

Disciaimer: The performance of any marina paint or cogling depends on many factors outside the
conirol of Intenational Paint LLC including surface preparation, proper application, and environmental
conditions. Therefore, international Paint LLC cannot guarantee this product’s suitahility for your
particular purposs or appiication. Implied warrantes of finess for 2 particutar purpose and of
merchantability are excluded. International Paint LLG shiall not, under any sircumstances, be Sabie for
incidental or consequential damages. By purchase or use of this product, buyer agrees that the sole and
exciysive remedy, if any, is imiled to the refund of the purchass price or replacement of the product at
ihg option of Internationai Paint LLC.

international Paint LLC
Union, NJ 07083 » Houston, TX 77091





