ACTIVE INGREDIENT:
CUPROUS OXIDE
INERT INGREDIENTS
TOTAL:

AULGRIP

o ST T HIR
LICENSED La ®" ]

PERTOD 2015-2017 11c.NoO.

o158 | GOLD LABEL ANTIFOULING

Departinent of Agriculture

Disc.

33.40%
66.60%
100.00%

COPPER AS METALLIC: 29.66%
CONTAINS PETROLEUM DISTILLATES

EPA EST 2693-NI.

EPA REG NO. 2693-70

SELF POLISHING ANTIFOULING

Department of Agriculture
STATE OF HAWAI I

LICENSED If you need more information please visit wWw.awlgrlip_.ﬂt":oTF e

pERIOD 2012-2014 Lic. No.

BP731
RED

KEEP OUT OF REACH OF CHILDREN
WARNING

SEE BACK PANEL FOR PRECAUTIONARY STATEMENTS

ONE U.S. GALLON (3.785 LTe)

Awlgrip® pnd Awistan® ars regislered trademarks of Akzo Nobel  ©AHz0 Nobel 2009

dize the uniqus

characteristics provided by each of the AWLGRIP Coating Systems.

hed LIMITED WARRANTY,

Enps

WARNING! PO NOT incorporate Into the multiple component AWLGRIP Coating System,
amy thinnes, pdditive, modifier, convartes or refated product produced by any manufacturer

thereto. Use or application of any Awlgnip's products is at the discretion of tha Buyer
without llability or ohilgation whatsoaever of Awlgrip except as expressly warranted or

WARRANTY STATEMENT: Any recommendation of Awigrip contained herein, covering
use utilization, chemical or physical properties and other qualities of the products sold
Is belleved reflable; however, Awigrp makes no wasanty or representation with respect

other than AWLGRIP. Any such

Y

AKZO NOBEL

International Paint LLC
2270 Morris Avenue
Union, New Jersey 07083
Tel: 888 355 3090
Fax: 908 686 1752

Department of Agriculture
STATE OF HAWAII

LICENSED
pERIOD 2009-2011 Lic. NO.


2009-2011

mchun
2012-2014

mchun
Text Box
9669.188 Disc.

2015-2017


DIRECTIONS FOR USE: it is 2 violation of Federal Law to use this product in a manner inconsistent with
its labeling.

Surface Preparation and Peiming New / Bare Surfaces: Awistar HS Gold Label Antifouling should be applied
on prepared and primed substrates. See Product Datasheet for recommendations covering steel, fiberglass
and wood. AWLSTAR HS GOLD LABEL ANTIFQULING IS NOT RECOMMENDED FOR USE ON ALUMINUM.
Previgusly Painted Surfaces: Old antifouling should be thoroughly cleaned before attempting to apply
thisantifeuling product. Pressure washing as soon as possible after the boat is hauled is advised.
Renewing Awlstar HS Gold Label Antifoufing: Hulls previously finished with Awlstar HS Gold Label Antifouling
that is now wearing thin can be easily renewed. Wash down thoroughly with a high pressure, clean water
wash to remove all salts and surface contamination. The surfaces must be clean and dry and free of all
oll, grease, salt, girt, corrosion, or other surface contamination. Carefully inspect the cleaned hull for damage
to the existing Awlstar Bottom System. Any breaks to the coating system should be cleaned of all contamination
on fberglass/gelcoat, or corrosion on steel hulls, then sanded or ground to a feather edge and spot primed
with Hullgard Epoxy Primer, applied in 3 to 4 heavy coats. Do not prime aver Awlstar HS Gold Label
Antifouling. Sanding: In most cases, no sanding is required when recoating Awlstar HS Gold Label Antifouling
with itself. A thorough sanding with 80 grit paper is advised under the following conditions: If the hull was
not power washed while It was still wet from hauling; Any time the cleanliness of the surface is in doubt;
Faster, high use boats where the Awlstar HS Goid Label Antifouling has ablated to a very slick surface;
Sailboats recently burnished,

Antifouling Compatibility: Many boat owners will want to apply Awlstar HS Gold Label Antifouling over their
existing antifouling for economic reasons. Although Awlstar HS Gold Label Antifouling will wark over some
existing antifowlings, Awigrig cannot endorse this practice as we have no control over other antifoulings
manufacturer's quality contro! or formulation changes. The mest common problem encouniered with
these appiications is mudcracking. A test appilcation should be made and allowed to dry overnight
before re-coating an entire hull, unless all other antifoulznt is removed. DO NOT apply primers over old
antifouling paints.

MIXING INSTRUCTIONS: Spray: For airless spray, thinning is normally not recommended. If the viscosity
has to be reduced for conventional air application, reduce up to 10% (12 o2./gal} with T0101. Do not exceed
this amount of reducer. Proper film thickness is criticat to the performance and gurability of this antifouling
product, Power agitate thoroughly before application. Roller/Brush: Reduction is not normally recernmended,
however if necessary reduce up to 10% {126z /gal) with T0101. Proper film thickness is critical to the
performance and durability of this antifoufing product. Power agitate thoroughly before applying.

APPLICATION INSTRUCTIONS: Awlstar HS Gold Label Antifouling should be applied accarding to the
overcoating guidefines of Hullgard Epoxy Primer. Airless spray of rollers are the preferred method of application,
however the material can be applied by brush or air atomized spray. Apply a minimum of three coats at 225
microns (9 miis) wet film thickness per ¢oat to achieve 100 microns {4 mils) DFT per ceat, giving a total of
300 microns (12 mits} DFT. Use 3.785 liters {one U.S. gallon] of this antifeuling product for each 6 square
meters (65 square feet) of hull area to achieve 300 microns (12 mils} OFT. Apply the first coat in 2 different
color than the finish costs, When the first color shows through, it is time to renew! Allow four (4} hours
minimum {25°C / 77°F / 50% R.H.) between coats and five (5) hours (25°C / 77°F / 50% R.H.) before
launching, 24 hours is preferred. Use TOL01 to clean equipment. Awlstar HS Gold Labe! Antifouling must
not be used on Aluminum! Read Technical Product Data Sheet for complete application and cure information
befare using this product. Do not apply or attempt to cure this product below 10°C / BO°F.

PRECAUTIONARY STATEMENTS
HAZARDS TO HUMANS AND DOMESTIC ANIMALS
WARNING

Causes eye iritation. Harmiul if absorbed through skin. Avoid contact with skin, eyes, or clothing.
Wear protective: clothing such as gloves, long-sleeved cotton shirt, long pants, and hat. May be fatal
if swallowed or inhaled. Da not breathe vapor or spray mist. While spraying paint ar sanding or sand
blasting boat surfaces, wear a mask or & respirator jointly approved by the Mining Enforcement and
$Safety Administration znd the National Institute for Occupational Safety and Health, Remove contaminated
clothing and wash hefare reuse. Wash thoroughly with soap and water after handling.
FIRST AID
If swallowed:

+ Immediately call a poison control center or dogtor.

+ Do not induce vemiting unless tol Lo do so by & poison control center or doctar.

» Do not give any liguid to the person.

+ Do nol give anything by mouth 1o an unconscious persen,
If on skin or clothing:

» Take off contaminated clothing.

s Rinse skin immediately with plenty of water for 15-20 minutes.

» (all a poison control center or doctar for treatment advice.
If inhated:

« Move person to fresh air.

+ if person is not breathing, call 811 or an ambulance, then give artificial respiration, preferably

mowth-to-mouth if possible.

+ Call a poison control center or doctor for further reatment advice.
If in eyes:

+ Hold eye open and rinse slowly and gently with water for 15-20 minutes.

+ Remove contact lenses, il present, after the first 5 minutes, then continue rinsing eye.

+ Call a poison cantrol center or doctor for treatment advice.
Other: Have the product container or label with you when calling a poison control center ar dactor or
going for treatment.
Note to Physician: Contains petroleum distillate - vomiting may cause aspiration anaumonia.
ENVIRONMENTAL HAZARDS
This material is toxic to fish. Do not apply directly to water by cleaning of equipment or disposal of
wastes. Do net allow chips and dust generated during paint removal to enter water. Dispose of paint
debris in an approved landfill. Do not discharge effluent containing this product into lakes, streams,
pands, estuaries, oceans or olher waters unless in accordance with the requirements of a National
Pollutant Discharge Elimination System (NPOES) permit and the permitting authority has been notified
inwiting prior to discharge. Do not discharge effluent to sewer systems without previously notifying the
tacal sewage treatment plant authority. For guidance contact your State Water Beard or Regicnal Office
of the EPA,
PHYSICAL OR CHEMICAL HAZARD
Flammable. Keep away from heat and open flame,
STORAGE AND DISPOSAL
Do not contaminate water, food, feed by storege or disgosal.
PESTICIDE DISPOSAL: Pesticide, spray mixture or rinsate that cannot be used according to label
instructions must be disposed of according to applicable Federal, state or local procedures.
CONTAINER DISPOSAL: Triple rinse {or equivalent). Then offer for recycling or reconditiening or puncture
and dispose of in a sanitary landfill, or by other procedures appraved by state and local authorities.

FOR CHEMICAL EMERGENCY, SPILL, LEAK, EXPOSURE OR ACCIDENT, CALL TOLL FREE: CHEMTREC
1-800-424-930G (DAY OR NIGHT) MEDICAL ADVISCRY: CONTACT YOUR LOCAL POISON CONTROL CENTER
OR CALL 1-800-854-6813,
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DIRECTIONS FOR USE: It is a violation of Federal Law to use this product in a manner inconsistent with
its labeling.

Surface Preparation and Priming New / Bare Surfaces; Awistar HS Gold Labes Antifouling should be applied
on prepared and primed substrates. See Product Datasheet for recommendations covering steel, fberglass
and wood. AWLSTAR HS GOLD LABEL ANTIFQULING 1S NOT RECOMMENDED FOR USE ON ALUMINUM.
Previously Painted Surfaces: Old antifouling should be thoroughly cleaned befere attempting to apply
thisantifeuling product. Pressure washing as soon as possible after the beat is hauled is advised.
Renewing Awlstar HS Gold Label Antifoullng: Hulls previously finished with Awlstar HS Gold Label Antifouting
that is now wearing thin can be easily renewed. Wash down thoroughly with a high pressure, clean water
wash to remove all salts and surface contamination. The surfaces must be clean and dry and free of all
oil, grease, salt, dirt, corrasion, ¢r other surface contamination. Carefully inspect the cleaned hull for damage
10 the existing Awistar Bottom System. Any breaks to the coating systern should be cleaned of all contamination
on fiberglass/gelcoat, or corrosion on steel hulls, then sanded ar ground to a feather edge and spot primed
with Hullgard Epoxy Primer, applied in 3 to 4 heavy coats. Do nat prime over Awistar HS Gold Label
Antifouling. Sanding: In most cases, no sanding is required when recoating Awistar HS Gold Label Antifeuling
with itself. A thorough sanding with 80 grit paper is advised under the following conditions: If the hull was
not power washed while it was still wet frem hauling; Any time the cleanliness of the surface is in doubt;
Faster, high use boats where the Awlstar HS Gold Label Antifouling has abtated to a very slick surface;
Sailboats recently busnished.

Antlfouling Compatibility: Many boat owners will want to apply Awlstar HS Gold Label Antifouling over their
existing antifouling for ecanamic reasans. Although Awlstar HS Gold Labet Antifoufing will wark aver some
existing antifoulings, Awlgrip cannot endorse this practice as we have no contral over other antifoulings
manufacturer’s quality control or formulation changes. The most common problem encountered with
these applications is mudcracking. A test application should be made and allowed {a dry overaight
before re-coating an entire hult, unless &l other antifoulant is removed. DO NOT apply primers over old
antifouting paints.

MIXING INSTRUCTIONS: Spray: For airess spray, thinning is normally not recommended. if the viscosity
has 1o be reduced for conventional alr application, reduce up to 10% {12 oz./gal) with T0101. Do not exceed
this amount of reducer, Praper film thickness is ¢ritical to the performance and durability of this antifouling
preduct. Power agitate thoroughly before application. Reller/Brush: Reduction is not nermally recommended,
however if necessary reduce up to 10% {120z./gal} with TOLOL. Proper film thickness is critical to the
performance and durability of this antifouling product. Power agltate thoroughly before applying.

APPLICATION INSTRUCTIONS: Awlstar HS Gold Label Antifouling should be applied according to the
overcoating guidelines of Hullgard Epoxy Prmer. Airless spray or rollers are the prefesred method of application,
however the material can be apolied by brush or air atomized spray. Apply a minimum of three coats at 225
microns (9 mils) wet film thickness per coat to achieve 100 microns (4 mils) OFT per coat, giving a total of
300 microns {12 mils) DFT. Use 3.785 liters (one U.5. gallon} of this antifouling product for each 6 square
meters (65 square feet) of huil area to achieve 300 microns {12 mi's) DFT. Apply the first coat in a different
coior than the finish coats. When the first color shows through, it is time to renew! Allow four (4) hours
minimum {25°C / 77°F / 50% R.H.) between coats and five {5) hours {25°C / T7°F / 50% R.H.) before
launching, 24 hours is preferred, Use T0101 to clean equipment. Awlstar HS Golg Label Antifouling must
not be used on Aluminum! Read Technical Product Data Sheet for complete application and cure information
before using this product. Do not apply or attemnpt to cure this product below 10°C / 50°F,

PRECAUTICGNARY STATEMENTS
HAZARDS TO HUMANS AND DOMESTIC ANIMALS
WARNING

Causes eye irritation, Harmful if absorbed through skin. Avoid contact with skin, eyes, er clothing,
Wear protective clothing such as gloves, leng-sleeved cotton shirt, leng pants, and hat. May be fatal
it swallowed or inhaled. Do not breathe vapor or spray mist. While spraying paint or sanding or sand
blasting boat surfaces, wear a mask or & respiater jointly approved by the Mining Enforcement and
Safety Administration and the National Institute for Occupational Safsty and Health. Remove contaminated
clothing and wash before reuse. Wash thoroughly with soap and water after handiing.
FIRST AID
If swallowed:

+ Immediately call @ poison control center or doctor.

« Do not induce vomiting unless told 1¢ do 50 by a peisen control center or doctor,

= Do not give any liquid 1o the person.

+ [o not give anything by mouth to an unconscious persan.
If on skin or clothing:

+ Take off contaminated clothing.

* Ringe skin immediately with plenty of water for 15-20 minutes.

+ Call a poison contrel center or doctor for treatment agvice,
Hinhaled;

» Move person to fresh air.

« If person is not breathing, call 911 or an ambularce, then give artificial respiration, preferably

mouth-to-mouth if possitle.

« Call a poison control center or doctor for further reatment advice.
If in eyes:

+ Hold eye open and rinse slowly and gently with water for 1520 minutes.

« Remove contact lenses, if present, after the first 5 minutes, then continue rinsing eve.

« Call a poison contro! center or dactor for treatment advice,
Other; Have the product containar ar labe! with you when calling a poison contro! center or doctor or
going for treatment.
Note to Physician: Contains petroleum distiliate - vomiling may cause aspiration pneumonia.
ENVIRONMENTAL HAZARDS
This material is toxic to fish, Do not apply directly 1o water by clezning, of equipment or disposal of
wastes. Do not allow chips and dust generated during paint removal to enter water. Dispose of paint
debris in an approved landfil. Do not discharge effluent containing this product into lakes, streams,
ponds, esiuaries, oceans or other waters unless in accordance with the requirements of a National
Bollutant Discharge Elimination System {NPDES) permit and the permitting authority has been netified
in writing prior to discharge. Do not discharge effluent 10 sewer Systems without previously notifying the
Iacal sewage treatment plant autharity. For guidance contact your State Water Beard or Regional Office
of the EPA, :
PHYSICAL OR CHEMICAL HAZARD
Flammable. Keep away frem heat and open flame.
STORAGE AND DISPOSAL
Do net comiaminate water, food, feed by storage or disposai.
PESTICIDE BISPOSAL: Pesticide, spray mixture or rinsate that cannot be used according to label
instructions must be disposed of according to applicable Federal, state or local procedures.
CONTAINER DISPOSAL: Triple rinse {or equivalent). Then offer for recycling or reconditiening or puncture
and dispose of in a sanitary landfifl, or by other procedures approved by state and local authorities.

FOR CHEMICAL EMERGENCY, SPILL, LEAK, EXPOSURE QR ACCIOENT, CALL TOLL FREE: CHEMTREC
1-800-424-9300 {DAY OR NIGHT} MEDICAL ADVISCRY: CONTACT YOUR LOCAL POISON CONTROL CENTER
OR CALL 1-800-854-6813,
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DIRECTIONS FOR USE: It is a vialation of Federal Law to use this product in & manner inconsistent with
its labeling.

Surface Preparation and Priming Mew / Bare Surfaces; Awlstar HS Gold Label Antifowting should be applied
on: prepared and primed substrates. See Preduct Datasheet for recommendations covering steel, fiverglass
and wood. AWLSTAR HS GOLD LABEL ANTIFQULING 1S NOT RECOMMENDED FOR USE ON ALUMINUM,
Previously Painted Surfaces: Qld antifouling should be thoroughly cleaned before attempting to apply
thisantifouling product. Pressure washing as soon as pessitle after the beat is hauled is advised.
Renewing Awlstar HS Gold Label Antifouling: Hulls previously finished with Awlstar HS Gold Label Antifouling
that is now wearing thin can be easily renewed. Wash down thoroughly with a high pressure, clean water
wash to remove all salts and surface contamination. The surfaces must e clean and dry ang free of all
oll, grease, salt, dirt, corrosion, or other surface cantamination. Carefully inspect the cleaned hull for damage
t0 the existing Awlstar Bottom System. Any breaks to the coating system should be cieaned of all contamination
on fiberglass/gelcoat, or corrasion on steel hulls, then sanded or ground to a feather eage and spot primed
with Huilgard Epoxy Primer, applied in 3 to 4 heavy coats. Do not prime over Awlstar HS Gold Label
Antlfouling, Sarding: In most cases, no sanding Is reguired when recoating Awlstar HS Gold Label Antifouling
with itself, A thorough sanding with 80 grit paper is advised under the following conditions: if the hull was
not power washed while it was still wet from hauling; Any time: the ¢leantiness of the surface is in doubt;
Faster, high use boats where the Awlstar HS Gold Label Antifouling has ablated to a very slick surface;
Saifboats recently burnished.

Antifoullng Compatibillty: Many boat owners will want to apply Awistar HS Gold Label Antifouling over their
existing antifouling for ecenomic reasons. Although Awlstar HS Gold Label Antifouling will work aver some
existing antifoulings, Awlgrip cannot endorse this practice as we have no control over other antifoulings
manufacturer's quality central or fermulation changes. The most common problem encountered with
these applications is mudcracking, A test applicatien should be made and allowed to dry overnight
before re-coating an entire huil, unless all other antifoulant is removed. DO NOT apply arimers over old
antifouling paints.

MIXING INSTRUCTIONS: Spray: For airfless spray, thinning is normally nat recommended. If the viscosity
has 1o te reduced for conventional air application, reduce up to 10% {12 o2./gal} with TO101. Co aot exceed
this amount of reducer, Proper film thickness is critical to the performance and durahility of this antifouling
product. Power agitate thoroughly before application. Reller/Brush: Reduction is not normally recemmended,
however if necessary reduce up to 10% (120z./gal) with TO104. Proper film thickness is critical to the
performance and durabillty of this antifouling product. Power agitate thoroughly before applying.

APPLICATION INSTRUCTIONS: Awlstar HS Gold Label Antifouling should be applied according to the
overcoating guidelines of Huligard Epoxy Primer. Airless spray or rollers are the preferred methed of application,
hewever the matarial can be applied by brush or air atamized spray. Apply a minimum of three coats at 225
microns (9 mils) wet film thickness per coat to achieve 100 microns (4 mils) DFT per coat, giving a total of
300 microns {12 mils) DFT, Use 3.783 liters {one LS. gallon) of this antifouling product for each & square
meters (65 square feet) of hull 2rea to achieve 300 microns (12 mils) DFT. Apply the first coat in a different
coier than the finish coats. When the first color shows through, it is time to renew! Atlow four (4) haurs
minimum (25°C / 77°F / 50% R.H.) between coats and {ive (5) hours {25°C / 77°F / 50% R.H.) before
launching, 24 nours is preferred. Use 70101 te clean equipment. Awistar HS Gold Label Antifouling must
not be used on Aluminum! Read Technical Product Data Sheet for camplete apptication and cure information
before using this product. Do not apply or attempt to cure this product below 10°C / 50°F.

PRECAUTIONARY STATEMENTS
HAZARDS TO RUMANS AND DOMESTIC ANIMALS
WARNING

Causes eye irritation. Harmfui if absorbed through skin. Avoid contact with skin, eyes, or clothing,
Wear protective clothing such as gloves, long-sleeved cotton shirt, long pants, and hat. May be fatal
if swallowed or inhaled. Do not breathe vapor or spray mist. While spraying paint or sanding or sand
blasting boal surfaces, wear a mask or a respirator jointly approved by the Mining Enforcement and
Safsty Administration and the Mational Institute for Occupational Safety and Healih, Remove contaminated
clothing and wash before rause. Wash thoroughly with soap and water after handling.
FIRST AID
If swallowed:

+ tmmediately call @ poison contral center or doctor.

+ Do nal induce vomiting unless told to do so by a poison control center or doctor.

+ Do not give any liquid W the person.

« Do not give anything by mouth to an untonscious person.
If on skin or clothing:

+ Take off contaminated tlothing.

+ Rinse skin Immediately with plenty of water for 15-20 minutes.

« Call a poison control center or doctor for lreatment advice,
If inhaled:

» Mave person to fresh air,

« 1f person is not breathing, call 911 or an ambulance, then give artificial respiratien, preferably

mouthto-mouth if possible.

+ Cali a poison control center or doctor for further treatment advice.
If in eyes:

+ Hold eye open and rinse slowly and gently with water for 15-20 minues,

« Remove contact lenses, if present, after the first § minutes, then continue rinsing eye.

« Call a poison gontrol center or doctor for reaiment acvice.
Other; Have the product container or label with you when calling a poison control center or doctor or
going for treatment.
Note to Physician: Contains petroleum distillate - vomiting may cause aspiration pneumenia.
ENVIRONMENTAL HAZARDS
This material is toxic to fish. Do not apply direclly to water by cleaning of equipment or disposal of
wastes, [o not allow chips and dust ganersted during paint removal 1o enter water. Dispose of paint
debris in an eppraved landfill. Do net discharge effluent containing this product into lakes, streams,
ponds, estuaries, oCeans of other waters unless in accordance with the requirements of a National
Pollutant Discharge Elimination System (NPDES) permit and the permitting autharity has been notified
in witing prior to discharge. Do not discharge effluent to sewer systerns without previeusly notifying the
local sewage treatment plant authority. For guidance contact your State Water Board or Regional Office
of the EPA.
PHYSICAL OR CHEMICAL HAZARD
Flammable. Keep away from heat and open flame.
STORAGE AND DISFOSAL
Do not contaminate water, food, feed by storage or disposal.
PESTICIDE DISPOSAL: Pesticide, spray mixture or rinsate that ¢annot be used according to label
instructions must be dispesed of according to applicable Federal, state or local procedures.
CONTAINER DISPOSAL: Triple rinse (or equivalent). Then offer for recycling or reconditioning or puntture
and dispose of in a sanitary landfill, or by other procedures approved Dy state and local authorities.

FOR CHEMICAL EMERGENCY, SPILL, LEAK, EXPOSURE OR ACCIDENT, CALL TOLL FREE: CREMTREC

1-800-424-9300 (DAY OR NIGHT) MEDICAL AOVISORY: CONTACT YCUR LOCAL POISON CONTROL CENTER
OR CALL 1-800-854-6813.
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DIRECTIONS FOR USE: It is a violation of Federal Law to use this product in a manner inconsistent with
its labeting.

Surface Preparation and Priming New / Bare Surfaces: Awlstar HS Gold Label Antifouiing should be applied
on prepared and primed substrates. See Product Datasheet for recommendations covering steel, fiberglass
and wood. AWLSTAR HS GOLD LABEL ANTIFOULING IS NOT RECOMMENDED FOR USE ON ALUMINUM.
Previously Palnted Surfaces: 1d antifouling should be tharoughly cleaned before attempting to apply
thisantifouling product. Pressure washing as soon as possible after the boat is hauled is advised.
Renewing Awlstar HS Gold Label Antifoullng: Hulls previausly finished with Awlstar HS Gold Label Antifouling
that is now wearing thin can be easily renewed. Wash down theroughly with a high pressure, clean water
wash to remove all salts and surface contamination. The surfaces must be clean and dry and free of all
oil, grease, salt, dirt, corrosion, or other surface contamination. Carefully inspect the cleaned hull for damage
10 the existing Awistar Bottar System, Any breaks 1o the cozting system should be cleaned of all contamination
on fiberglass/gelcoat, or corroston an steel hulls, then sanded or ground to a feather edge and spot primed
with Hullgard Epoxy Primer, applied in 3 to 4 heavy coats, Do not prime over Awlstar HS Gold Label
Antifouling. Sanding: In most cases, na sanding is required when recoating Awlstar HS Gold Label Antifouling
with itsetf. A thorough sanding with 80 grit paper is advised under the following conditions: 1f the hull was
not power washed while it was still wet from hauling; Any time the cleanliness of the surface is in doubt;
Faster, high use boats where the Awlstar HS Gold Labe! Antifouling has ablated to a very slick surface;
Sailooats recently burnished.

Antifouling Compatibility: Many boat owners will want to apply Awlstar HS Gold Label Antifouling over their
existing antifouling for economic reasons. Although Awlstar HS Gold Labei Antifouting will work aver some
existing antifoulings, Awlgrip cannot endorse this practice as we have no controt over other antifoulings
manufacturer's quality centrot or formulation changes. The most common problem encountered with
these applications is mudcracking. A test application should be made and allowed to dry overnight
before re-caating an entire hull, unless all other antifoutant is removed. DO NOT apply primers over old
antifouling paints.

MIXING INSTRUCTIONS: Spray: For airless spray, thinning is normally not recommended. If the viscosity
has to be reduced for conventional air apptication, reduce up to 10% (12 oz./gal) with T0101. Do not exceed
this amount of reducer. Proper film thickaess is critical to the perfarmance and durability'of this antifouling
proghuct, Power agitate thoroughly befare application. Roller/Brush: Reduction is not normally recommended,
however if necessary reduce up to 10% (120z./gal) with T0101. Proper film thickness is critical to the
performance and durability of this antifeuling product. Power agitate thoroughly before applying.

APPLICATION INSTRUCTIONS: Awistar HS Gold Label Antifouling should be applied according to the
ovarcoating guidelines of Hullgard Epoxy Primer, Airless spray or roflers are the preferred method of application,
however the material can be applied by brush or air atomized spray, Apply a minimum of three coats at 225
mierons (9 mils) wet film thickness per coat to achieve 100 micrens (4 mils) DFT per coat, giving a total of
300 migrons {12 mils) DFT. Use 3.785 liters {one U.5. gallon) of this antifouling product for each 6 square
meters (65 square feet) of hull area to achieve 300 microns {12 mils) DFT. Apply the first coat in a different
color than the finish coats. When the first color shows through, it is time to renew! Allow four {4) hours
minimum (25°C / 77°F / 50% R.H.) between coats and five (3) hours {25°C / 77°F / 50% R.H.) before
launching, 24 hours is preferred. Use TO101 1o clean equipment. Awistar HS Gold Lebel Antifouling must
not be used on Alurninum! Read Technical Product Data Sheet for complete application and cure information
before using this product. Do not apply or attempt to cure this product below 10°C / BO°F.

PRECAUTIONARY STATEMENTS
HAZARDS TO HUMANS AND DOMESTIC ANIMALS
WARNING

Causes aye irritation, Harmiul if absorbed through skin. Avoid contact with skin, eyes, or ¢lothing.
Wear grotective clothing such as gloves, Jong-sleeved cotton shirt, fong pants, and hat. May be fatal
if swallowed of inhaled. Do not breathe vapor or spray mist. While spraying paint or sanding or sand
blasting boat surlaces, wear a mask or a respirator jointly approved by the Mining Enforcemert and
Safety Administration and the National Institute for Occupational Safety and Health, Remove contaminated
tlothing and wash before reuse, Wash theroughly with soap and water after handling.
FIRST AlD
If swalfowed:

+ Immediately call a poison control cemer or doctor,

s Do net induce vomiting unless told to do so by a poison cantro} center or docter.

« Do net give any liquid to the persen.

» Da not give anything by mouth to an uncenscious parson.
It on skin ar clothing:

» Take off contaminated clothing,

+ Rinse skin immediately with plenty of water for 15-20 minutes.

+ Call a poison control center or docter for treatment advice.
If inhaled:

+ Move person to fresh alr,

s If person is not breathing, call 914 or an ambulance, then give artificial respiration, preferably

moauth-to-mouth if possible.

s Call a poison control center or doctor for further Lreatment advice.
It in eyes:

+ Hold eye open and rinse slowly and gently with water for 15-20 minutes.

« Remove contact lenses, if present, after the first 5 minutes, then continue rinsing eve.

« {all a poison control center or docter for treatment advice.
Other: Have the product container or Iabel with you when calling a poisen control center o doctor or
going for treatment.
Nete to Physician: Contains petroleum distillate — vorniting may cause aspiration gneumonia.
ENVIRONMENTAL HAZARDS
This material is toxic to fish, Do not apply directly to water by cleaning of equipment or disposal of
wastes. Do not allow chips and dust generated during paint removal to enter water. Dispose of paint
debris in an approved tandfill. Do not discharge effluent containing this product into lakes, streams,
ponds, estuaries, oceans or other waters unless in accordance with the requirements of a Nationa!
Pollutant Discharge Elimination System (NPDES) permit and the permitting autherity has been notified
in writing prior to discharge. Do not discharge effluent to sewer systems without previously notifying the
lotal sewage treatment plant suthority. For guidance contact your State Water Board or Regional Cffice
of the EPA.
PHYSICAL OR GHEMICAL HAZARD
FAammable. Keep away from heat and open flame,
STORAGE AND DISPOSAL
Do not contaminate water, focd, faed Dy storage or disposal.
PESTICIDE DISPOSAL: Pesticide, spray mixture cr rinsate that cannot be used according to label
instructions must be disposed of according to applicable Federal, state or local precedures.
CONTAINER GISPOSAL: Triple rinse {or equivalent). Then offer for recycling or recenditioning or puncture
and dispose of in a sanitary landfill, or by other procedures approved by state and local authorities,

FOR GHEMICAL EMERGENCY, SPILL, LEAK, EXPOSURE OR ACCIDENT, CALL TOLL FREE: CHEMTREC
1-800-424-9300 (DAY OR NIGHT) MEDICAL ADVISORY: CONTACT YOUR LOCAL PCISON CONTROL CENTER
OR CALL 1-800-854-6813.
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DIRECTIONS FOR USE: It is a violation of Federal Law to use this preduct in a manner incansistent with
its labeling.

Surface Preparation and Priming New / Bare Surfaces: Awistar HS Gold Label Antifouling should be applied
on prepared and primed substrates. See Product Datasheet for recommendations covering steel, fiberglass
and wood. AWLSTAR HS GOLD LABEL ANTIFOULING IS NOT RECOMMENDED FOR USE ON ALUMINUM.
Previously Palnted Surfaces: Old antifouling should be thoroughly cleaned before attempting to apply
thisantifouling product. Pressure washing as soon as possible after the boat is hauled is advised.
Renewing Awlstar HS Gold Label Antifoullng: Hulls previausly finished with Awlstar HS Gold Label Antifouling
that is now wearing thin can be easily renewed. Wash down thoroughly with a high pressure, clean water
wash to remove all salts and surface contamination. The surfaces must be clean and dry and free of all
oil, grease, salt, dirt, corrosion, or other surface contamination. Carefully inspect the cleaned hull for damage
1o the existing Awistar Bottom System. Any breaks to the coating system shouls be cleaned of 21l contamination
on fiberglass,/gelcoat, or carrosion an steel hulls, then sanded or ground to a feather edge and spot primed
with Hullgard Epoxy Primer, applied in 3 to 4 heavy coats. Do not prime over Awlstar HS Gold Label
Antifouling. Sanding: In most cases, no sanding is required when recoating Awlstar HS Gold Labe! Antifouling
with itself. A thorough sanding with 80 grit paper is advised under the foltowing conditions: if the hull was
not power washed white it was still wet from hauling; Any time the cleenliness of the surface is in doubt;
Faster, high use boats where the Awlstar HS Gold Label Antifouling has ablated to a very slick surface;
Sailboats recently turnished.

Antifoullng Compatlbillty: Many boat owners will want to apply Awlstar HS Gold Labe) Antifouling over their
existing antifouling for economic reasons. Although Awistar HS Gold Label Antifouling will work over some
existing antifoulings, Awlgrip cannat endorse this practice as we have no control aver other antifoulings
manufacturer's quality control or formulation changes. The most common problem encountered with
these applications is mudcracking. A test application should be made and allewed to dry overnight
before re-coating 2n entire hull, unless all other antifoulant is removed. DO NOT apply primers over old
antifouling paints.

MIXING INSTRUCTIONS: Spray: For airless spray, thinning is normally not recommended. If the viscosity
has to be reduced for corventiona air application, reduce ug to 10% (12 oz./gal) with T0101. Do not exceed
this amount of reducer. Proper film thickness is critical to the perfarmance and duzability of this antifeuling
product. Pawer agitate thoroughly before application. Roller/Brush: Reduction is not normally recommended,
however if necessary reduce up to 10% (120z./gal) with T0101. Proper film thickness is critical to the
performance and durabllity of this antifouling product. Power ggitate thoroughly before applying.

APPLICATICN INSTRUCTIONS: Awlstar HS Gold Label Antifouling should be applied according to the
avercoating guidelines of Hullgard Epoxy Primer, Aidess spray or rallers are the prefetred method of application,
hawever the material can be applied by brush or air atomized spray. Apply @ minimum ¢f three coats at 225
microns (9 mils) wet film thickness per coat to achieve 100 microns (4 mils) DFT per coat, giving a total of
300 microns (12 mils) DFT. Use 3,785 liters (one U.S. gallon) of this antifouling product for each 6 square
meters (65 square feet) of hull area to achiave 300 microns {12 mits) DFT. Apply the first coat in a different
color than the finish coats. When the first color shows through, it is time to renew] Allow four (4) hours
minimum {25°C / 77°F / 50% R.H.) between coats and five (5) hours (25°C / 77°F / 50% R.H.) before
launching, 24 hours is preferred. Use 70101 to ctean equipment. Awlstar HS Gold Label Antifouling must
not be used on Aluminum! Reaa Technical Product Data Sheet for complete application and cure information
before using this product. Do not apply or attempt to cure this preduct below 10°C / 50°F.

PRECAUTIONARY STATEMENTS
HAZARDS TO HUMANS AND DOMESTIC ANIMALS
WARNING

Causes eye Irritation, Harmful if absorbed through skin. Avoid contact with skin, eyes, or clothing.
Wear protective clothing such as gloves, long-sleeved cotton shirt, long pants, and hat. May be fatal
if swallowed or inhaled. Do not breathe vapor or spray mist. While spraying paint or sanding or sand
blasting hoat surfaces, wear a mask or & respirator jointly approved by the Mining Enforcement and
Safety Administration and the Naticnal Institute for Oceupational Safety and Health. Remove contaminated
clothing and wash before reuse. Wash thoroughly with soap and water after hand¥ing.
FIRST AID
If swallowed:

+ Immediately cali a poison control center or doctor.

« Do net induce vomiting unless told to do so by a paisan control center or doctor.

« Do not give any Jiguid to the person.

« Da not give anything by mouth Lo an urconscious person.
If on skin ar clothing:

+ Take off contaminated clothing,

+ Rinse skin immediately with plenty of water for 15-20 minutes.

+ (all a poison control center or doctor for treatment advice.,
If inhaled:

« Move person to fresh air.

« |f person i$ not breathing, call 911 or an ambulance, then give artificial respiration, preferably

mouth-to-mouth if passible.

+ Call a poison control center or doctor for further trealment advics,
1 in ayes:

» Hold eye open and rinse slowly and gently with water for 15-20 minutes.

* Remove contact lenses, if present, after the first 5 minutes, then continue rinsing eye.

« Call 3 poison control center or doctor for treatment advice.
Other: Kave the product container or Jabel with you when calling a poison contrel center or doctor or
going for treatment,
Note to Physician: Contains petroleum distillate — vomiting may cause aspiration preumanie.
ENVIRONMENTAL HAZARDS
This material is toxic to fish. Do not apply directly 10 water by cleaning of equipment or disposal of
wastes, Do not allow chips and dust generated during paint removal to enter water, Dispose of paint
debris in an approved lzndfill. Do not discharge effluent containing this product into lakes, streams,
ponds, estuaries, oceans or other waters unless in accordance with the raquirements of a National
Pollutant Discharge Efimination System {NPDES) permit and the permitting authority has been notified
in writing prior 1o discharge. Do not discharge effluent to sewer systems without greviously natifying the
Iocal sewage treatment plant authority. For guidance contact your State Water Board er Regional Office
of the EPA.
PHYSICAL OR CHEMICAL HAZARD
Flammable. Keep away from heat ang open flame.
STORAGE AND DISPOSAL
Do not contaminate water, food, feed by starage or dispasal.
PESTICIDE DISPOSAL: Festicide, spray mixture or rinsate that cannot be used according to label
instructions must be disposed of according to applicable Federal, state or locel procedures.
CONTAINER DISPOSAL: Triple rinse (or equivalent). Then offer for recycling or reconditioning or puncture
and dispose of in a sanitary landfill, or by other proceduras approved Dy state and local authorities,

FOR CHEMICAL EMERGENCY, SPILL, LEAK, EXPOSURE OR ACCIDENT, CALL JOLL FREE; CHEMTREC
1-800-424-9300 (DAY OR NIGHT) MEBICAL ADVISORY: CONTACT YOUR LOCAL POISON CONTROL CENTER
OR CALL 3-800-854-6813.
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DIRECTIONS FOR USE: It is a violation of Federal Law to use this product in 2 manner inconsistent with
its Izbeling.

Surface Preparation and Priming New / Bare Surfaces: Awlstar HS Gold Label Antifouting should be applied
on prepared and primed substrates. See Product Datasheet for recommendations covering steel, fiberglass
and wood. AWLSTAR HS GOLD LABEL ANTIFOULING IS NOT RECOMMENDED FOR USE ON ALUMINUGM.
Previcusly Painted Surfaces: Old antifouling sheuld be theroughly cleaned before attempting to apply
thisantifouling product. Pressure washing as soon as possible after the boat is hauled is advised.
Renewling Awlstar HS Gold Label Antifoullng: Hulls previously finished with Awlstar HS Gold Labet Antifouling
that is now wearing thin can be easily renewed. Wash dawn tharoughly with a high pressure, clean water
wash to remove all salts and surface contamination, The surfaces must be clean and dry and free of all
oil, grease, salt, dirt, corrosion, or other surface contamination. Carefully inspect the cleaned hull for damage
to the existing Awistar Bottom System, Any breaks to the coating system should be cleaned of all contamination
on fiberglass/geiceat, or corrosion on steel hulls, then sanded or ground to a feather edge and spot primed
with Hullgard Epoxy Primer, applied in 3 to 4 heavy coats. Do not prime over Awistar HS Gold Label
Antifouling. Sanding: In most cases, no sanding Is required when recoating Awlstar HS Gold Label Antifauling
with Itself. A thorough sanding with 80 grit paper is advised under the following conditions: If the hull was
not power washed while it was still wet from hauling; Any time the cleanliness of the surface is in doubt;
Faster, figh use boats where the Awlstar HS Gold Label Antifouling has ablated to a very stick surface;
Sailboats recently burnishad.

Antifoullng Compatibility: Many boat owners will want to apply Awlstar HS Gold Label Antifouling over their
existing antifouling for economic reasons. Althaugh Awlstar HS Gold Labe! Antifouling will wark over some
existing antifoulings, Awlgrip cannot endorse this practice as we have no control over other antifoulings
manufacturer's quality control ar formulation changes. The most common problem encountered with
these applications is mudgracking. A test application should be made and allowed to dry overnight
before re-coating an entire hull, unless all other antifoulant is removed. DO NOT apply primers over ofd
antifouling paints.

MIXING INSTRUCTIONS: Spray: For &irless spray, thinning is normally not recommended. If the viscosity
has to be reduced fer conventional &ir application, reduce up to 10% (12 oz./gal) with TOL01. Do not exceed
this amount of reduces. Proper film thickness is critical to the performance and durability of this antifouling
product. Power agitate thoroughly before application. Rolter/Brush; Reduction is not normally recommended,
however if necessary reduce up o 10% {120z./gal) with TO101. Proper film thickness is critical to the
performance and durability of this antifouling product. Power agitate thoroughly before applying.

APPLICATION INSTRUCTIONS: Awlstar HS Gold Label Antifouling should be applied according to the
overcoating guidelines of Hullgard Epoxy Primer, Airless spray or rollers are the preferred method of application,
however the material can be applied by brush or air atomized spray. Apply a minimum of three coats at 225
microns {9 mils) wet film thickness per coat to achieve 100 microns {4 mils} DFT per coat, giving & total of
300 microns {12 mils) DFT, Use 3.785 liters {one U.S. gallon) of this antifouling product for each & square
meters (65 square feet) of hull area to achieve 300 microns {12 mils) DFT. Apply the first coat In a different
color than the finish coats. When the first color shows through, it is time to renew! Allow four (4) hours
minirum (25°C / 77°F / 50% R.H.) between coats and five (5) hours (25°C / 77°F / 50% R.H.) before
taunching, 24 hours is preferred. Use T0101 to clean equipment. Awistar HS Golg Label Antifouling must
not be used on Aluminum! Read Technical Produet Data Sheet for complete application and cure information
before using this product. Da not apply or attempt to cure this product below 10°C / 50°F.

PRECAUTIONARY STATEMENTS
HAZARDS TO HUMANS AND DOMESTIC ANIMALS
WARNING

Causes eye irritation, Harmful if absorbed threugh skin, Avoid cantact with skin, eyes, or clothing.
Wear protective clothing such as gloves, long-sleeved cotton shirt, long pants, and hat. May be fatal
if swallowed or inhaled. Do rot breathe vapor or spray mist. While spraying paint or sanding or sand
blasting boat surfaces, wear a mask or a respirator jointly approved by the Mining Enforcement and
Safety Administraticn and the National Institute for Occupational Safety and Health, Remove contaminated
clothing and wash before reuse. Wash theroughly with soap and water after handling.
FIRST AID
If swallowed:

» Immediately call a peison control center or doctor.

+ Do not induce vomiting unless told to do so by a poison control center or doctor.

+ Do not give any iiquid to the person.

+ Do not give anvthing by mouth to an unconscious person.
IF on skin or clothing:

+ Take off contaminated clothing.

* Rinse skin immediately with plenty of water for 15-20 minutes.

+ Call a poison control center or doctor for treatment advice.
If inbaled:

+ Move persan to fresh air.

+ [f person is not breathing, call 911 or an ambutance, then give artificial respiration, preferably

mouthio-mouth if pussible.

+ Call 5 poison control center or doctor for further treatment advice.
If in eyes:

* Hold eye open and rinse slowly and gently with water far 15-20 minutes.

+ Remove contact lenses, if present, after the first 5 minutes, then continue rinsing eye.

+ Call a poison control center or doctor for treatment advice,
Other: Have the product container or label with you when calling a poisen controf center or doctor or
golng for treatment.
Note to Physician: Contains petroleuns distillate - vomiting may cause aspiration pneumonia.
ENVIRONMENTAL HAZARDS
This material is toxic to fish. Do not apply directly 1o water by cleaning of equipment or disposal of
wastes. Do not allew chips and dust generated during paint removal to enter water, Dispose of paint
debris in an approved landfll. Do not discharge effluent containing this product into lakes, streams,
ponds, estuaries, oteans or other waters unless in accordance with the requirements of a National
Pallutant Discharge Elimination System (NPDES) permit and the permitting autherity has been notified
inwriting prior to discharge. Do not discharge effluent to sewer systems without previeusly notifying the
local sewage treatment plant authority. For guidance contact your State Water Board or Regional Office
of the EPA,
PHYSICAL OR CHEMICAL HAZARD
Flammable. Keep away from heat and epen flame,
STORAGE AND DISPOSAL
Do not contaminate water, food, feed by storage or disposal,
PESTICIDE DISPOSAL: Pesticide, spray mixture or rinsate that cannot be used according to label
instructions must be dispesed of according to applicable Federal, state or local procedures.
CONTAINER DISPOSAL: Triple rinse (or equivalent), Then cffer for recycling or reconditioning or puncture
and dispose of in a sanitary fandfill, or by other procedures approved by state and local autherities,

FOR CHEMICAL EMERGENCY, SPILL, LEAK, EXPOSURE OR ACCIDENT, CALL TOLL FREE: CHEMTREC
1-800-424.9200 (DAY OR NIGHT) MEDICAL ADVISORY: CONTACT YOUR LOCAL PCISON CONTROL CENTER
OR CALL 1-800-854-6813.
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