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Attached are instructions for completing the general application for a drainage
injection well (DIW).  The listed instructions correspond to the numbered items in
the application.  This application should only be used for the disposal of rainfall
runoff water.  For other types of discharge, the standard injection well application
(General Application) is appropriate.

The DIW application is used for new drainage injection well construction, or to
modify a drainage injection well in use, or to revise certain UIC permit conditions
if a UIC permit has already been issued.

Do not use the general application to file for permit renewal, change of
owner/operator, or to register an existing drainage injection well.  Instead, obtain
the appropriate application forms for these actions.

All items must be accurately and completely answered.  An inaccurate or incomplete
application is not acceptable.  If an item does not apply, please enter “Not
Applicable” to show that the item was given consideration.

The services of a professional consultant are typically necessary to complete and
service the application throughout the permitting process.  Professional services
enhance efficient processing.

The DIW application to construct a new injection well must be submitted under the
signature of a geologist or professional engineer.  If the DIW application is for
an injection well modification or permit revision, the signatures may not be
required.  However, the services of a qualified environmental consultant, such as
an engineer or geologist, to complete and service the application are recommended.

The DIW application should be submitted six (6) months before the anticipated date
of injection well construction.  Six months accommodate evaluation, corrections,
public notice, and inspection activities.

An approval to construct and test the drainage injection well is issued by
departmental letter after the application is satisfactorily processed.

Construction of a drainage injection well is followed by injection testing.
Injection test results, geologic logs, and other information as requested must be
submitted collectively as a final engineer/geologist report.  A UIC permit to operate
the drainage injection well is issued after the final report is satisfactorily
completed.  (The UIC permit is a document of approximately 23 pages and contains
monitoring and reporting requirements and permit conditions.)

If the project site is located mauka (inland) of the UIC line, submit two complete
copies of the DIW application.  The second copy will be used for public notification.

A $100 filing fee payable to the State of Hawai`i is required. Government agencies
are fee exempt.

Questions can be directed to either Jaime Rimando, Norris Uehara, or Chauncey Hew
at the Safe Drinking Water Branch.  Please call 808-586-4258 (Honolulu) or call toll
free: Kaua`i 274-3141 ext. 64258; Maui 984-2400 ext. 64258; Big Island 974-4000 ext.
64258; Molokai and Lana`i 1-800-468-4644 ext. 64258.


